


BDM Section 900 – Rev January 2026
Summary of Changes
908.3: Rating loads
· Commercial legal vehicles and emergency vehicles are now clearly distinguished. 
· Added reference to AASHTO MBE 6A.4.4.2.1 which relates with placement of legal loads to achieve maximum moments and reactions at interior supports.
916: Analysis for multilane loading
· Clarified that for analysis of longitudinal and transverse members, place only one EV3 in a lane on the bridge, while the heaviest commercial vehicles should be placed in other lanes, simultaneously. 
917.1: Analysis of bridge for permit or special vehicle when scoped 
· Corrected reference to the BDM section.
918.2.3.4: Bridges with span lengths greater than 200 feet 
· Added reference to AASHTO MBE 6A.4.4.2.1.
919.1: Bridge posting policy 
· Clarified posting threshold for commercial vehicles as, when the rating factor for any commercial legal load falls below 1.08.  The posting threshold for the EVs is clarified as when the rating factor for any EV falls below 1.00.
921: Load rating report submission 
· Explicitly stated the load rating submission requirements for new bridges at the design check stage and all bridges at the final rating stage.
925.1: Loads to be used for load rating 
· Clarified that the design check and the final load rating requirements. The final rating report shall be based on the current loading conditions (without the FWS load).
Overall edits
· Corrected the numbering of tables and figures in some sections.
· Applied corrections and formatting changes throughout the Section 900 for clarity and consistency.
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