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Core Results

™ Project: Berea Pavement Cores - 2023
Project No.: 1123043.11
l Client: City of Berea
Core Core Lift .
CNo: Date Cored Location Diar.neter Le['ngth Thic!(ness Material B:;\Bsaes:r;\;lzl:::f !
(in) (in) (in)
1.00 Surface Asphalt (1)
C-41 3/24/2023 Park Street, see coring location plan 8 4.00 12.00 1.75 Intem’1ed|ate Asphalt 6.00 in. Stone and slag
3.25 Intermediate Asphalt (Slag)
6.00 Broken Concrete (Slag)
1.50 Surface Asphalt (1) (2)
C-42 3/24/2023 Park Street, see coring location plan 8 4.00 9.00 125 Inter'medlate Asphalt 9.75 in. Stone and slag
1.75 Intermediate Asphalt (Slag) (1)
4.50 Concrete (Slag)
) ) 1.25 Surface Asphalt
C-43 71132023 | Prospect Street (SR |2a3n723' see coring location | - 4 11.00 0.75 Surface Asphalt No base
P 9.00 Concrete (Slag)
. ) 1.25 Surface Asphalt
C-44 711372023 | Prospect Street (SR |2a3n7g e Y 11.75 150 Surface Asphalt (1) No base
P 9.00 Concrete
1.50 Surface Asphalt (Slag)
a5 213/2023 | Prospect Street (SR 237), see coring location 4.00 11.00 0.50 Surface Asphalt No base
plan 8 0.25 Surface Asphalt (Slag)
8.75 Concrete (Slag)
Notes (1) No bond with layer below

(2) Fabric below layer

Form Revised: 2-5-16




Core Results

™ Project: Berea Pavement Cores - 2023
Project No.: 1123043.11
l Client: City of Berea
Co Date Cored Location Di:::ter Lgr?;h Thi(I:-I:ztess Material Base Thickne.ss !
No. (in) (in) (in) Base Material
1.25 Surface Asphalt (Slag)
C-46 7/13/2023 Prospect Street (SR 237), see coring location 4.00 11.25 0.75 Surface Asphalt 2.25 in. Stone and
plan 8 0.75 Surface Asphalt (Slag) (1) gravel
8.50 Concrete
0.75 Surface Asphalt (Slag)
Ca7 2113/2023 | Prospect Street (SR 237), see coring location 4.00 11.25 0.75 Surface Asphalt (Slag) No base
plan 8 1.75 Surface Asphalt (1)
8.00 Concrete
1.50 Surface Asphalt
C.48 2113/2023 Prospect Street (SR 237), see coring location 400 11.25 0.75 Surface Asphalt 2.00 in. Recycled
plan 8 0.75 Surface Asphalt (Slag) concrete
8.25 Concrete (Slag)
1.50 Surface Asphalt (Slag)
.49 2113/2023 | Prospect Street (SR 237), see coring location 4.00 14.00 0.75 Surface Asphalt No base
plan 8 1.00 Surface Asphalt
10.75 Concrete
1.25 Surface Asphalt
C-50 711372023 | Prospect Street (SR |2a3n723' see coring location | 4 o9 10.50 1.25 Surface Asphalt 2.25 in. Gravel
P 8.00 Concrete
Notes (1) No bond with layer below

(2) Fabric below layer

Form Revised: 2-5-16
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Core Results

Project: Berea Pavement Cores - 2023

Project No.: 1123043.11

Client: City of Berea
Core Core Lift .
CNo: Date Cored Location Diar.neter Le['ngth Thic!(ness Material B:;\Bsaes:r;\;lzl:::f !
(in) (in) (in)
) ) 1.25 Surface Asphalt (Slag)
C-51 71132023 | Prospect Street (SR |2a3n723' see coring location | 4 4 13.75 0.75 Surface Asphalt 3.75 in. Rock and stone
P 11.75 Concrete
2.00 Surface Asphalt
C-52 6/28/2023 Gibson Street, see coring location plan 8 4.00 13.25 1.25 Intermediate Asphalt (1) No base
10.00 Broken Concrete
1.25 Surface Asphalt (2)
C-53 6/28/2023 Fairwood Circle, see coring location plan 9 4.00 6.25 2.00 Intermediate Asphalt (1) 6.00" Stone & Slag
3.00 Broken Asphalt
1.00 Surface Asphalt (2)
C-54 3/24/2023 Meadow Drive, see coring location plan 9 4.00 7.50 1.75 Intermediate Asphalt (1) No base
4.75 Concrete (Cracked)
1.50 Surface Asphalt (2)
C-55 3/24/2023 Meadow Drive, see coring location plan 9 4.00 9.75 1.50 Surface Asphalt (1) No base
6.75 Concrete
Notes (1) No bond with layer below

(2) Fabric below layer

Form Revised: 2-5-16




|
Project Number: 1123043.11
Project Name: Berea Pavement Cores - 2023

CONSHITANTS & | ARDRATORIFS

C-43
Thickness
(in.)
Surface Asphalt = 125
Surface Asphalt = 075
Concrete (Slag) = 9.00
Total = 11.00
Base = No base
C-44
Thickness
(in.)
Surface Asphalt = 125
Surface Asphalt (1) = 1.50
Concrete = 9.00 = 0
Total = 1175 oo K _ st
Base = No base .

Notes: (1) No bond with layer below




|
Project Number: 1123043.11
Project Name: Berea Pavement Cores - 2023

SONSUILTANTS & | ARDRATORIFS

C-45
Thickness
(in.)

Surface Asphalt (Slag) = 1.50
Surface Asphalt = 0.50
Surface Asphalt (Slag) = 0.25
Concrete (Slag) = 8.75
Total = 11.00
Base = No base

Notes: (1) No bond with layer below
(2) Fabric below layer

C-46
Thickness
(in.)

Surface Asphalt (Slag) = 125
Surface Asphalt = 075
Surface Asphalt (Slag) (1) = 075
Concrete = 850
Total = 11.25
Base = 2.25 in. Stone and gravel

Notes: (1) No bond with layer below



|
Project Number: 1123043.11
Project Name: Berea Pavement Cores - 2023

SONSUILTANTS & | ARDRATORIFS

C-47
Thickness

(in.)
Surface Asphalt (Slag) = 075
Surface Asphalt (Slag) = 075
Surface Asphalt (1) = 175
Concrete = 8.00
Total = 11.25
Base = No base

Notes: (1) No bond with layer below

C-48
Thickness

(in.)
Surface Asphalt = 1.50
Surface Asphalt = 075
Surface Asphalt (Slag) = 075
Concrete (Slag) (w/Rebar) = 825
Total = 11.25

Base = 2.00 in. Recycled concrete




|
Project Number: 1123043.11
Project Name: Berea Pavement Cores - 2023

CONSHITANTS & | ARDRATORIFS

C-49
Thickness
(in.)
Surface Asphalt (Slag) = 1.50
Surface Asphalt = 075
Surface Asphalt = 1.00
Concrete = 10.75
Total = 14.00
Base = No base
Notes: (1) No bond with layer below
(2) Fabric below layer
C-50
Thickness
(in.)
Surface Asphalt = 125
Surface Asphalt = 125
Concrete = 8.00
Total = 10.50 e
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Base = 2.25in. Gravel




|
Project Number: 1123043.11
Project Name: Berea Pavement Cores - 2023

SONSUILTANTS & | ARDRATORIFS

C-51
Thickness
(in.)
Surface Asphalt (Slag) = 125
Surface Asphalt = 0.75
Concrete = 11.75
Total = 13.75
Base = 3.75 in. Rock and stone
C-52
Thickness
(in.)
Surface Asphalt = 2.00
Intermediat Asphalt (1) = 1.25
Broken Concrete = 10.00
Total = 13.25

Base = No base




