Work Zone User Cost Calculations

Lane(s) Closed on Mainline (Based on Matching PLCS Segment)

Project ID: PID 114522
County-Route-Section: CUY-237-6.95
User Input:
Construction Calendar Year: 2025
AADT (Per the Matching PLCS Segment) : 33,000
% Trucks (Per the Matching PLCS Segment) 5%
Lanes per Direction (Per the Matching PLCS Segment) : 2
Calculated Values:
Car B/C Truck
User Cost per Vehicle: $25.67 $69.29

Vehicles per Day (Directionally): 15,675 825

User Cost per Day by Vehicle Type (Directionally):| $402,376.47 $57,164.39

User Cost per Day (Directionally): $459,540.86

User Cost per Hour per Lane (Directionally): $9,573.77

)
( )
( )
User Cost per Day per Lane (Directionally): $229,770.43
( )
)

User Cost per Minute per Lane (Directionally): $159.56

Max Disincentive per Minute per Lane (Directionally): $155

Notes (description, PLCS segment reference, project phase reference, etc, as applicable) :

Location ID 111818 SR-237
AADT and % trucks from plans

PEI - 1/30/24

Form Version Date: 2/9/2022

Fill in all highlighted cells per the Permitted Lane Closure Schedule (PLCS) segment(s) that apply to the Construction Limits of the
project. If more than one PLCS segment applies to the Construction Limits, each User Cost per PLCS segment shall be calculated
seperately.

The rounded User Cost per Minute per Lane is the MAXIMUM that may be used as a disincentive. The resulting value is to be
applied to the area within the project that matches the PLCS segment used to calculate the value.

Date Calculated: 1/30/2024



