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PROJECT DESCRIPTIQN

THIS PROJECT WILL INCLUDE PAVEMENT PLANING, PAVEMENT REPAIR,
RESURFACING WITH ASPHALT CONCRETE, ADJUSTMENT OF CASTINGS
WHERE NECESSARY, GUARDRAIL, PAVEMENT MARKINGS, CURB RAMPS
BRIDGE REHABILITATION WORK AND CULVERT REPLACEMENTS.

PROJECT EARTH DISTURBED AREA = N/A (MAINTENANCE PROJECT) _
ESTIMATED CONCTRACTOR EARTH DISTURBED AREA = N/A
(MAINTENANCE PROJECT)
NOTICE OF INTENT EARTH DISTURBED AREA = N/A
(MAINTENANCE PROJECT)
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THE METRIC STANDARD DRAWINGS REFERENCED IN THIS PLAN

SHALL BE CONVERTED TO ENGLISH UNITS USING THE S] (METRIC)

TQ ENGLISH CONVERSIONS FACTORS PROVIDED IN SECTION 109.02

OF THE 2005 CMS. CONVERSIONS SHALL BE APPROXIMATELY PRECISE

gﬁ?TSgAELL REFLECT STANDARD INDUSTRY ENGLISH VALUES WHERE
ABL

@002 SPECIFICATIONS
THE STANDARD 2005 SPECIFICATIONS OF THE STATE OF OHIO
DEPARTMENT OF TRANSPORTATION, INCLUDING CHANGES AND

SUPPLEMENTAL SPECIFICATIONS LISTED IN THE PLANS
AND THE PROPQSAL SHALL GOVERN THESE IMPROVEMENTS.

| HEREBY APPROVE THESE PLANS AND DECLARE THAT THE MAKING
OF THESE IMPROVEMENTS WILL REQUIRE THE CLOSING QF THE
HIGHWAY AND PROVISIONS FOR THE MAINTENANCE AND SAFETY

OF TRAFFIC WILL BE AS INDICATED [N THE PLAN AND PROPOSAL.
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TWO _WORKING DAYS
@‘ BEFORE YOU DIG
ot 800-362-2764
TOLL FREE

OHIO UTILITIES PROTECTION SERVICE
NON-MEMBERS MUST BE CALLED DIRECTLY

E032(084)
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NOTES: REPAIR WINGWALL
1) THE EXISTING GUARDRAIL IS NOT SHOWN. PLAN VI/EW FoR perans

2)

3)

4)

§)
8)
7)

THE PROPOSED OVERLAY ELEVATION SHALL MATCH THE EXISTING BRIDGE
DECK ELEVATION.

SAW CUT EXISTING DECK 2* DEEP, I'-0” FROM DECK EDGES, COST INCLUDED

PROPOSED 3* QVERLAY

IN ITEM 848 - EXISTING CONCRETE OVERLAY REMOVED, AS PER PLAN
(2% NOMINAL THICKNESS). NEW OVERLAY SHALL BE PLACED BETWEEN THE SAW CUTS.

SEAL NEW OVERLAY AT CONSTRUCTION JOINTS WITH ITEM 512- TREATING

CONCRETE BRIDGE DECKS WITH GRAVITY FED RESIN.
FOR STRUCTURE SEALING DETAILS, SEE SHEET 2/3.

| t2-0"
SAW CUT 27 DEEP

(TYPICAL) |

EXISTING 2% OVERLAY (TO BE REMOVED)
USING ITEM 848-EXISTING CONCRETE OVERLAY
RENOVED (2 INCH NOMINAL THICKNESS)

ADDITIONAL {* OF CONCRETE TO BE
REMOVED BY MYDRODEMNOLITION

THE RIGHT FORWARD WINGWALL SHALL BE REPAIRED. SEE SHEET &s/3 FOR DETAILS.

THE END 12 OF THE BEANS, BEARINGS, END CROSS FRAMES AND THE FIRST ROW OF
INTERMEDIATE CROSS FRAMES SHALL BE PAINTED AT EACH END OF THE BRIDGE
AS PER DETAILS ON SHEET 3/3.

SEAL CONSTRUCTION JOINT WITH
ITEM 5/2- TREATING CONCRETE
BRIDGE DECKS WITH GRAVITY

FED RESIN (TYPICAL) T =

ITEM JOUANTITY UNET DESCRIPTION
202 - cu YD PORTIONS OF STRUCTURE REMOVED, AS PER PLAN (WINGWALL)
r St -4 cU YD CLASS C CONCRETE, ABUTMENT, AS PER PLAN (REPAIR)
| 5i2 100 sa rp SEALING OF CONCRETE SURFACES (EPOXY-URETHANE)
| 512 13 sarp TREATING CONCRETE BRIDGE DECKS WITH GRAYITY FED RESIN
‘ 5i4 LUMNP SURFACE PREPARATION OF EXISTING STRUCTURAL STEEL
} 514 LUNP FIELD PAIRTING OF EXISTING STRUCTURAL STEEL, PRINE COAT
5i4 LUMP FIELD PAINTING STRUCTURAL STEEL, INTERMEDIATE COAT
5i4 LUNP FIELD PAINTING STRUCTURAL STEEL, FINISH COAT
5i4 5 WAN HOUR GRINDING FINS, TEARS, SLIVERS ON EXISTING STRUCTURAL STEEL
Si4 2 EACH FINAL INSPECTION REPAIR
848 507 sa rp MICRO SILICA MODIFIED CONCRETE OVERLAY USING HYDRODEMOLITION, AS PER PLAN (3" THICK)
848 507 se YD SURFACE PREPARATION USING HYDRODEMNOLITION
” Cu YD MICRG SILICA MODIFIED CONCRETE OVERLAY (VARIABLE THICKNESS), MATERIAL ONLY, AS PER PLAN
848 30 5Q YD HAND CHIPPING
848 LUMP TEST SLAB
848 ! U YD | FULL-DEPTH REPAIR
848 807 savb EXISTING CONCRETE OVERLAY REMOVED, AS PER PLAN (2 INCH NGMINAL THMICKNESS)
848 26 sa YD REMOVAL OF DEBONDED DR DETERIORATED EXISTING VARIABLE THICKNESS CONCRETE OVERLAY

ALL QUANTITIES CARRIED TO STRUCTURE SUMMARY SHEET

OVERLAY DETAIL

DESIEN ARENGY
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SEAL AREAS WITH ITEM 512,
SEALING OF CONCRETE
SURFACES (EPOXY-URETHANE)

3:_00.‘

Jo-0

|
| ’\ EXISTING

4% DIA, PILES

(PIER CAP WIDTH=2'-6%)
TYPICAL PIER CAP SEALING

__DECK T [APPROAC
1l sLas

W33x141 Lo
STEEL BEAM |
SEALING LIMITS s j
————— —— 8-0"+ |

FIER CAF. ABUTMENT
I y GROUND :

ABUTMENT WIDTH = 34°-10"2
TYPICAL ABUTMENT SEALING

EXISTING #5 REBAR
TO BE PRESERVED \
{BOTH FACES) _—

SEAL ALL EXPOSED AREAS WITH
ITEM 512, SEALING OF CONCRETE
SURFACES (EPOXY-URETHANE)

AREA OF EXISTING WINGWALL
CONCRETE TO BE REMOVED
AND REPLACED WITH NEW
CLASS C CONCRETE

6"

I IR i A

(WINGWALL THICKNESS=1-9")
WINGWALL REPAIR
(RIGHT FORWARD ONLY)

TYP

WINGWALL

(WINGWALL THICKNESS=1"-9)
ICAL WINGWALL SEALING

NOQTES:

i} REPAIR RIGHT FORWARD WINGWALL AS DETAILED ABOVE USING

ITEMS 202 AND 511,

ITEM |OUANTITY UNIT DESCRIPTION

202 4 cu YD PORTIONS OF STRUCTURE REMOVED, AS PER PLAN (WINGWALL}
511 4 cu yYo CLASS C CONCRETE, ABUTMENT, AS PER PLAN (REPAIR}

512 100 sorD SEALING OF CONCRETE SURFACES (EPOXY-URETHANE)

2} SEAL END 3° OF PIER CAPS, ABUTMENT FACES , SEAT AND ALL

EXPOSED AREAS OF CONCRETE ON WINGWALLS USING ITEM 512.

ALL QUANTITIES CARRIED TO SHEET 1/3.
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12-0” LONG AREA TO BE PAINTED

EXISTING INTERMEDIATE
CROSS FRAMES

37X 3*X 9Yg"ANGLES (TYP) L —

o b
__T__l__f__l'_ﬁ__r T“‘“’“I“—T—T‘“‘I——T——r—— 7 ¢ S.A. 89
| | | | | | | | | | |
T 1T 1°r 1 t&r 1T T T
141 vt 1 ¢/ 1|+ ‘|11 |
EXISTING R-75 ROCKER BEARINGS
(TYP AT ABUTMENTS)
EXISTING EXISTING W33X/41

END CROSS FRAMES
47X 4"X % ANGLES (TYP)

PLAN VIEW FOR STRUCTURAL STEEL PAINTING

NOTES:

{1} THE END 12° OF THE W33XI4/ S5TEEL BEAMS, BEARINGS, END CR0OSS FRAMES AND THE FIRST ROW OF
INTERMEDIATE CROS5 FRAMES SHALL BE PAINTED AT EACH END OF THE BRIDGE AS PER DETAILS.

ITEM JOUANTITY UNIT DESCRIPTION

514 Luup SURFACE PREPARATION OF EXISTING STRUCTURAL STEEL i
514 LUMP FIELD PAINTING OF EXISTING STRUCTURAL STEEL, PRIME COAT

514 LUMP FIELD PAINTING STRUCTURAL STEEL, INTERMEDIATE COAT

514 LUMP FIELD PAINTING STRUCTURAL STEEL, FINISH COAT

5i4 5 MAN HOUR GRINDING FINS, TEARS, SLIVERS ON EXISTING STRUCTURAL STEEL

514 2 EACH FINAL INSPECTION REPAIR

ALL QUANTITIES CARRIED TO SHEET 1/3.
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PAINTING DETAILS
ASD-89-0431
OVER JEROME FORK

~J AsD-89-0.00

[ ™)

&




	25665-001
	25665-076
	25665-077
	25665-078

