
LOCATION MAP

        PORTION TO BE IMPROVED

ENGINEER'S SEAL

Signed

Date

 PID No.

 FED. No.

77418478240 State Job No.

 Project No.  

TWO-LANE RESURFACING

MAINTENANCE

Date Approved

Date Approved

District Deputy Director

Director, Department of Transportation

2008 SPECIFICATIONS

1

10

BEFORE YOU DIG

1-800-362-2764

UNDERGROUND UTILITIES

OHIO UTILITIES PROTECTION SERVICE

NON-MEMBERS MUST BE CALLED DIRECTLY

TWO WORKING DAYS

CALL (TOLL FREE)

STANDARD DRAWINGS

10-19-07

8321-21-05

1-21-05

SPECIFICATIONS

SUPPLEMENTAL

BP-3.1

4-25-06TC-65.10

TC-65.11

TC-71.10 1-19-07

MT-97.10

MT-99.20M 1-30-95

MT-97.12

DM-4.3 7-19-02

DM-4.4 7-19-02

TC-41.20 1-19-01

10-18-02

10-18-02

TC-42.20 7-16-04

MT-105.10

MT-105.11

TC-52.10

TC-52.20 1-19-07

1-19-07

PLAN PREPARED BY:

istrict

D7

9-5-06

9-5-06
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traffic will be as set forth in the plans and

provisions for the maintenance and safety of

the closing of the highway to traffic and that

the making of this improvement will not require

I hereby approve these plans and declare that

 

improvements.

in the plans and the proposal shall govern these

changes and supplemental specifications listed

of Ohio Department of Transportation, including

The Standard 2008 Specifications of the State
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7-18-08

Notice of Intent Earth Disturbed Area = N/A

Estimated Contractor Earth Disturbed Area = N/A

Project Earth Disturbed Area = 1.86 Acres

  1   CLA-40-5.30  (West Corp. Limits of Donnelsville to the Railroad Bridge at SLM 9.76)

 

forth in these plans.

resurfacing the existing U. S. Route 40 roadway with Item 448, Asphalt Concrete as set

PROJECT DESCRIPTION:  The work proposed by this project consists of pavement repair and

 

 

10 - General Summary

 9 - Raised Pavement Markers

 7 & 8 - Bridge Sheets

 4 thru 6 - General Notes

 3 - Approach Typicals

 2 - Pavement Data

 1 - Title Sheet
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CALCULATED BY

CHECKED BY
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10
BRIDGE - PROPOSED WORK

CLA-40-5.30
CLARK COUNTY

 
 

CLA-40-0530

OHIO.

OFFICE OF STRUCTURAL ENGINEERING AT COLUMBUS, 

DISTRICT SEVEN OFFICE IN SIDNEY, OHIO OR THE

EXISTING STRUCTURES MAY BE EXAMINED AT THE

BY THE CONTRACTOR IN THE FIELD.  PLANS OF THE

DETAILS AND DIMENSIONS, WHICH HAVE BEEN VERIFIED

ALL PROJECT WORK SHALL BE BASED UPON ACTUAL

EXISTING STRUCTURES BY THE CONTRACTOR. HOWEVER,

ABOVE AND UPON A PRE-BID EXAMINATION OF THE

RECOGNITION OF THE UNCERTAINTIES DESCRIBED

CONTRACT BID PRICES SHALL BE BASED UPON A

 

SECTIONS 102.05 AND 105.02.

IMATE.   THE CONTRACTOR IS REFERRED TO THE CMS

THEY SHALL BE CONSIDERED TENTATIVE AND APPROX-

TIVE OF THE STRUCTURE AND PROPOSED WORK, BUT

MEASUREMENTS.  CONSEQUENTLY, THEY ARE INDICA-

STRUCTURE AND FROM FIELD OBSERVATION AND

OBTAINED FROM THE PLANS OF THE EXISTING

PERTAINING TO THE EXISTING STRUCTURE HAVE BEEN

DETAILS AND DIMENSIONS SHOWN IN THESE PLANS

 

EXISTING STRUCTURE VERIFICATION

 

 

APPROACH SLAB
BOX BEAMS

COURSE REMOVED

2" EXISTING WEARING

ASPHALT CONCRETE

2" PROPOSED

COURSE REMOVED

2" EXISTING WEARING

ASPHALT CONCRETE

2" PROPOSED

OVERLAY AS REGULAR ROADWAY.

 

PROPOSED WORK - CLA-40-0958

150' PAVEMENT PLANING

CONCRETE BACKWALL

BOX BEAM MEMBERS.

DAMAGING THE BACKWALLS AND CONCRETE

ASPHALT CONCRETE.  USE CARE TO AVOID

BRIDGE DECK AND APPROACH SLABS WITH 2.0"

BRIDGE DECK AND THE APPROACH SLABS. OVERLAY

ASPHALT CONCRETE WEARING COURSE FROM THE

SLAB FOR A SMOOTH TRANSITION.  REMOVE 2.0"

GRIND BACK 150' FROM EACH END OF APPROACH

 

PROPOSED WORK - CLA-40-0530
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10
BRIDGE SUMMARY

CLA-40-5.30
CLARK COUNTY

ITEM
TOTAL

GRAND
UNIT DESCRIPTION

 

 

 

 

 

 

PART
EXTENSION

ITEM

Proposed Asphalt Concrete Thickness

BRIDGE NO.

NUMBER

STRUCTURE FILE

Wedges

Wearing Course Removed Thickness

EACH

(Bridge Limits)

LENGTH WIDTH

DECK AREA

BRIDGE

FT. FT. S.Y.

202 SQ. YD.

to the General Summary

Quantities to be carried

(Wearing Course)

COMMENTS

-

CLA-40-0530

CLA-40-0958

66.42 44.00 1200844325

Culvert 1200879 Existing Asphalt Concrete

3-5"  Existing Asphalt Concrete

254 01000 1200 SQ. YD.

459 459

2"

2"

WEARING COURSE REMOVED23500

0530

CLA-40

PAVEMENT PLANING, AC1200

166

448

10000

46904

166

CU. YD.92

407

92

GALLON TACK COAT

ASPHALT CONCRETE SURFACE COURSE, TYPE 1, PG 70-22M
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