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DEPARTMENT OF TRANSPORTATION
BLE STRIPES FY12

DO7-RUM

STATE OF OHIO

"DISTRICT 7

RUMBLE STRIPES

L

(SEE SHEETS 2 & 3)

P10 NO.

91308

FEDERAL PROJECT NO.

FAN E110(977)

CONSTRUCTION PROJECT NO.

STATE JOB NO.

479401

PROJECT DESCRIPTION

INTALLATION OF RUMBLE STRIPES THROUGHOUT THE
%SETQ{&L ALONG VARIOUS ROUTES AS LISTED IN

MAINTENANCE

PROJECT EARTH DISTURBED AREA: - N/A
ESTIMATED CONTRACTOR EARTH DISTURBED AREA: N/A
NOTICE OF INTENT EARTH DISTURBED AREA: N/A

2010 SPECIFICATIONS

THE STANDARD SPECIFICATIONS OF THE STATE OF OHIO,
DEPARTMENT OF TRANSPORTATION, INCLUDING CHANGES AND
SUPPLEMENTAL SPECIFICATIONS LISTED IN THE PROPOSAL
SHALL GOVERN THIS IMPROYEMENT.
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PAVEMENT DATA

CHECKED

DO7 RUMBLE STRIPES

PAVEMENT DATA

618 642 618 642
STRAIGHT LINE EDGE LINE, RUMBLE CENTER LINE. RUMBLE
MILEAGE (SLM) STRIPE (ASPHALT EDGE LINE STRIPE (ASPHALT CENTER LINE
COUNTY NHS  ROUTES CONCRETE) CONCRETE)
FROM T0 MILE MILE MILE MiLE
AUGLAIZE 33 16.53 292 12.67 25.34
DARKE 571 6.73 10.19 3.46 6.92
MONTGOMERY 4 5.04 1158 6.54 3.08
CLARK 88 .28 4.51 3.23 6.46
25.9 51.8
CALCULATED
DISTRICT 7
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PAVEMENT DATA
618 642 618 642
EDGE LINE., RUMBLE CENTER LINE, RUMBLE
OUTES ;TLREA;‘(;:T(SLL';? STRIPE (ASPHALT EDGE LINE STRIPE (ASPHALT CENTER LINE
COUNTY ROV CONCRETE) CONCRETE)
FROM TO MILE MILE MILE MILE
AUGLAIZE 19 581 7.19 2.76 2.76
CHAMPAIGN 36 7 14.06 7.06 14.12
DARKE 21 5.93 9.66 7.46 7.46
21 10.18 14.24 6.92 5.92
27 22.25 253 5.1 X
705 13.36 16.47 5.27 5.22
LOGAN a7 5.23 1.35 6.12 12.24
41 2031 25.95 1.28 11,28
708 0 0.69 1.38 1.38
MERCER 118 5.49 §.34 2.85 5.70
Iig 10 12.94 5.88 5.88
MIAMT a1 2.9 18.74 1.68 11.68 5.54 11,68
589 9.05 2.0 6.04 6.04
SHELBY 29 3.62 14.6 10,78 21.56
85 6.74 9.21 4,94 4.94
e 0 12 8.4 8.4
274 1.97 3.66 3.38 3.38
274 47 8.4 7.48 7.48
89,92 89.92 32.65 55,3
CALCULATED
DISTRICT 7

CHECKED

DO7 RUMBLE STRIPES

PAVEMENT DATA
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ITEM 618 - CENTER LINE RUMBLE STRIPE (ASPHALT CONCRETE)

Description: this work consists of grinding depressions trumble stripes) and placing cenfer
line stripes so as To be visible from both directions of trovel in The pavement ot the
tocation of the edge of pavement.

Construct cenfer line rumble stripes according to Plan Insert Shset 206410,

Construction of canter line rumble stripe: furnish equipment to grind the depressions with
¢ rotary cufting head that will produce the required dimensions and a pattern of cutting
Tips to procduce a smooth cut with approximately 0.06 inches (1.5 mm! befween peaks and
valleys. Ensure that the cutting head is on Tts own suspension system, independent from
That of the power unit, to allow the heed fo align itself with the slope pavement or any
irrequiarities in the pavement surface. Equip the cutting ool with guides or a quidance
system, clearly visible fo the operator, to provide for consistent alignment. Tcke
effective measures to control dust during the grinding operaticn.

Location and piacement restrictions of center lins rumble stripe: center line rumbls stripas
are not to be used of lacations where the lane width is less than 1t feet and posTed speed
Iimit is less Than 50 MPH. Discontinue center line rumble stripss ot intersections, drive
ways, structures ond 650 feet from urban and/or residential arecs. Locate center line
rumble stripes on the pavement per the specifications of froffic Plan Insert Sheet 206410,

Method of measurement: The department will measure center line, rumble stripes in the unit
of miles completed in piace. The department will measure quantities as the length of
completed grinding, including the gaps, intersections and other sections of pavement not
being ground between the beginning straight fine mileage and the ending straight line
mileage listed in the plans,

Basis of payment: the depertment will not pay for repairing surface damoge and extransous
marks caused by the contractor’s operations. The department will pay for the center line
pavemenT markings, item 642 traffic paint, separctely.

GRINDING MATERIAL

The grinding materfal shall become the property of the contractor and removed from
the paved surface of the rcadway,

PAVEMENT MARKINGS

The rumble stripe shali be dust-free and dry when The pavement markings are
applied. The cenfer line pavement markings shall be apptied twice, once in each
direction. The second application shall not be applied until the first application
is dry and firm to the touch.

ITEM 818 - EDGE LINE, RUMBLE STRIPE (ASPHALT CONCRETE)

Oescription: this work consists of grinding depressions trumble stripes) and placing 4 inch
wide edge lines so as fo be visible from both directions of travel in the pavement ot the
location of The edge of pavement.

Construct edge line rumble stripes according to traffic Plan Insert Sheet 208410,

Constructicn of edge line rumble stripe: furnish equipment o grind the depressions with a
roTary cufting head that will produce the required dimensions and a pattern of cutting fips
To produce a smooth cut with cpproximately 0.06 inches (1.5 mm) between peaks and
valleys. Ensure that the cutting head is on its own suspension system, independent from
that of the power unit, fo allow the haad o align itself with the slope pavement or any
irreqularities in the pavement surface. Equip the cutting tool with quides or a quidance
system, clearly visible to the operafor, fo provide for consistent alignment. Take
effective measures to control dust during the grinding operation.

Locction and placement restrictions of edge line rumble stripe: edge line, rumble sfripes
are not Te be used at locations where the lane width is less than 1t Teet and the posted
speec limit is fess Than 50 MPH. Rumble stripes are not o be used where the shoulder
width is less than 2 feet, Discontinue edge line rumble stripes at intersections, right turn
lanes, driveways, sfructures and 650 fes™ from urban and/or residential areas. Discontinue
rumble stripss ot the intersection of two state routes where raised pavement markers
bsgin or end.

Locate edge line rumble sfripes on the pavement per the specifications of traffic plan
insert sheet 206410. Method of measurement: The department will measure edge line rumble
stripes in the unit of miles tkilomsters) completed in place. The department will measure
quantities as the length of compieted grinding, including the gaps, intersections and other
sections of pavement not being ground between the beginning straight line mileage and the
ending sfraight line mileoge listed in the plans.

Bosis of payment: the department will not pay for repairing surface damage and exfranecus

marks caused by the contractor’s operctions. The department wili pay Tor the edgs line
pavement markings item 642 troffic paint, separately,

GRINDING MATERIAL

The grinding material sho!l beceme The property of the contractor and disposed outside
The limits of The right-of-way.

PAVEMENT MARKINGS

The rumdle stripe shall be dust-free and dry when the pavement markings are
applied.

CALCULATED

DISTRICT 7

DO7 RUMBLE STRIPES

GENERAL NOTES
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UTITILIES

There are no underground utilities shown on this plan. The nature of the work requirad
by this project will not affect any known underground utilities that exist under or
adjacent to the work areq.

" ITEM 614 - MAINTAINING TRAFFIC

Lengfh and duration of lane closures and restrictiens shall be at the approval of the
Engineer. 1t is the intent to minimize the impact to the traveling public. Lene
closures or restrictions cver segments of the project, in which no work is
anticipated within ¢ reasonable *ime frame, as defermined by the Engineer, shall not
be permifted. The level of utilizatien of maintenance oF traffic devices shall be
commensurate with the work in progress.

The confractor shall provide, erect and maintain signs and sign supports, as detailed
in the Chio manual of Uniform Traffic Control Devices.

Alt work and fraffic control devices shall be in accordance with CMS 614 and other
applicable portions of the specifications, as well as the Ohio Manual of Uniform
Traffic Confrol Devices. Payment for ¢ll labor, equipment and materials shall be
included in the lump sum contract price for Item 614, maintaining traffic, unless
separately itemized in the plan,

NOTIFICATION

The Contractor shall nefify the Ohic Department of Transportation District Seven
Consfruction Engineer twe weeks prior To beginning any work, Phone: 937.497.6722.

CALCULATED

DISTRICT 7

CHECKED

DO7 RUMBLE STRIPES

GENERAL NOTES
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NOTES

Rumble stripes shail be interrupted for drivewoys and intersections.

Rumble siripes shwll be poid for in occordance with [tem 618,

Rumble stripes shatl be installad on g 82 foot cycle,
i.e. 50 feet cunible stripes followed by
a 12 foot gap.

4, Apply final pavement markings after rumble stripes ore complefed,

ENU OF RADIUS

avoy 3015 W0 3Aidd

5. Location of the construction joint shall ba verified in the fiald.

SINE ROAD AND DRIVE RUMBLE STRIPE INSTALLATION DETAILS

PROFILE

SINGLE CENTER LINE OR LANE LINE

DOUBLE CEMTER LIMNE | CONCRETE JOINT LINE

EDGE LINE ‘ ‘
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SHOQULDER WIDTH A
SECTION E-E
z-5 ft 6 in 12 in PORTE AND_CEMENT CONCRETE
12 1n 12 in JOINT CENTER LINE RUMBLE STRIPE
8 f1-11n - & 77 10 in
SECTION B-B SECTION £-C SECTECN -0
w8 T 1in 6 in EDGE LINE RUMBLE STRIPE CENTER LING QR LANE LINE CENTER LINE RUMBLE STRIPE
2 i - 7 AUMBLE STRIPE
[N
CALCULATED a
TR RUMBLE STRIPES 9/
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ITEM GRAND
F | Urban |Fed i
aderal Urban|Federal Rural |Federal Other NHS ITEM EXTENSION TOTAL UNIT DESCRIPTION
0.04 83.78 6.1 618 41000 89.92 MILE EDGE LINE, RUMBLE STRIPE {ASPHALT CONCRETE)
0.24 30.45 1.95 25.9 618 43000 58.55 MILE CENTER LINE, RUMBLE STRIPE (ASPHALT CONCRETE)
0.04 83.18 6.1 642 00090 8992 MILE EOGE LINE
0.48 60.92 3.90 51.8 642 00290 171 MILE CENTER LINE
614 11000 LuwP MAINTAINING TRAFFIC
624 10000 LuMP MOBILIZATION
CALCULATED
DISTRICT 7

CHECKER

GENERAL SUMMARY

DO7 RUMBLE STRIPES
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