
BUTT JOINTS

PLACEMENT OF ASPHALT CONCRETE

COMPLETED ASPHALT CONCRETE COURSES.

WITH THE REQUIREMENTS OF THE SPECIFICATIONS FOR PROTECTION OF 

TRAFFIC WILL BE PERMITTED FOR MINIMUM PERIODS OF TIME CONSISTENT 

TWO-WAY TRAFFIC SHALL BE MAINTAINED AT ALL TIMES EXCEPT THAT ONE-WAY 

ITEM 614 - ASPHALT CONCRETE FOR MAINTAINING TRAFFIC

ITEM 614 - ASPHALT CONCRETE FOR MAINTAINING TRAFFIC          50 CU YD

ITEM 614 - WORK ZONE MARKING SIGN

INTERSECTIONS AND DRIVES

MAINTAINING TRAFFIC.

CONSIDERED INCIDENTAL TO ITEM 614 - ASPHALT CONCRETE FOR 

THE TEMPORARY WEDGE SHALL BE REMOVED AND THE COST SHALL BE 

THAT RESULT IN A DROP-OFF. BEFORE RESURFACING OF THE PAVEMENT, 

PAVEMENT TO THE PLANED SURFACE AT BUTT JOINTS AND OTHER LOCATIONS 

SUMMARY TO CONSTRUCT A TEMPORARY ASPHALT WEDGE FROM THE EXISTING 

THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL 

FOR ITEM 614 MAINTAINING TRAFFIC.

LEFT OPEN.  THESE SIGNS SHALL BE PAID FOR UNDER THE LUMP SUM ITEM 

SHALL BE ERECTED AND MAINTAINED DURING THE PERIOD THE BUTT JOINT IS 

CONSTRUCTION "BUMP" (W8-1-36) AND "ADVISORY SPEED" (W13-1-24) SIGNS 

ASPHALT CONCRETE FOR MAINTAINING TRAFFIC.

BE FILLED IN WITH A TEMPORARY ASPHALT CONCRETE WEDGE USING ITEM 614 

BUTT JOINTS SHALL NOT BE CUT AND LEFT OPEN TO TRAFFIC.  THEY SHALL 

10

6

E
R
I
-
6

0
-
0
.0

0
H

U
R
-
6

0
-
2
.0

7
G

E
N

E
R

A
L
 

N
O

T
E

S

C
A

L
C

U
L

A
T

E
D

C
H

E
C

K
E

D

K
C

K

K
R

B

PAVEMENT

EXISTING

2’ (T
YP)

WITH INTERSECTIONS

EXTRA AREA INCLUDED

EXTRA AREA PAVING ONLY

PLANE AND PAVE AREA

LOOP DETECTOR

STOP BAR

CONCRETE (0" TO 1")

PAVEMENT PLANING, ASPHALT

DETECTOR

LOOP

EXISTING

EDGE MAINLINE PAVING

VARIES 50’-0"

| S.R. 60

2’

COAT

TACK

LENGTH

INTER**

** S.R. 113 WEST OF S.R. 60 SIMILAR.

S.R. 113

MAINLINE

CONCRETE, TYPE B (1.00")

FINE GRADED POLYMER ASPHALT

INTERSECTION WITH S.R. 113

PLAN VIEW

ITEM 254 - PAVEMENT PLANING, ASPHALT CONCRETE (CONT.)
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ITEM 623 - MONUMENT BOX ADJUSTED TO GRADE

ITEM 611 - CASTINGS ADJUSTED TO GRADE

APPROXIMATE LOCATION OF KNOWN CASTINGS ARE:

REQUIRED TO SATISFACTORILY ADJUST CASINGS WITHOUT FRAMES.

ADDITIONAL COMPENSATION WILL BE GRANTED FOR LABOR AND MATERIALS 

FIELD CHECK ALL ADJUSTMENT TO GRADE ITEMS PRIOR TO BIDDING, AS NO 

FRAMES WHERE NONE CURRENTLY EXIST.  THE CONTRACTOR IS REMINDED TO 

THE SATISFACTION OF THE ENGINEER.  IT IS NOT INTENDED TO PLACE NEW 

FRAME.  THE WORK SHALL CONSIST OF ADJUSTING THE EXISTING CASTING TO 

THE CASTING TO BE ADJUSTED TO GRADE MAY OR MAY NOT HAVE AN EXISTING 

ALONG CENTERLINE OF S.R. 113

INTERSECTION WITH S.R. 113

PROFILE VIEW

IN THE ADJACENT COLUMN.

THE PAVING DIMENSIONS FOR THE INTERSECTIONS ARE SHOWN IN THE CHART 

SPECIFICATIONS.

105.01, 107.07 & 614.02A OF THE CONSTRUCTION AND MATERIALS 

CORRECTED IMMEDIATELY.  THE CONTRACTOR IS REMINDED OF SECTIONS 

ANY HAZARD OR UNSAFE CONDITION RESULTING FROM THE ABOVE WORK MUST BE 

AS DIRECTED BY THE ENGINEER.  NO EXTRA QUANTITY IS NEEDED.

WITH ITEM 617 COMPACTED AGGRETAGE SHOULDER TO THE SATISFACTION AND 

EXISTING AGGREGATE DRIVES SHALL BE TREATED THE SAME AS THE MAINLINE 

SHOWN AS AN EXTRA AREA ON THE PAVEMENT & SHOULDER DATA SHEET.

CONCRETE, TYPE B HAS BEEN ESTIMATED TO COMPLETE THIS WORK AND IS 

ADDITIONAL QUANTITY OF ITEM 424 FINE GRADED POLYMER ASPHALT 

ROADWAY MAY VARY AT EACH DRIVE) AS DIRECTED BY THE ENGINEER.  AN 

TRANSITION BETWEEN THE HIGHWAY AND THE DRIVE, (DISTANCE FROM EDGE OF 

EXISTING PAVED DRIVES SHALL BE PAVED SO AS TO PROVIDE A SMOOTH 

TRANSITION BETWEEN THE TWO HIGHWAYS, AND TO ELIMINATE WATER POCKETS).

RADII OR AS DIRECTED BY THE ENGINEER.  (TO PROVIDE A SMOOTH 

RURAL-INTERSECTIONS SHALL BE PLANED AND PAVED TO THE END OF THE 

INTERSECTIONS AND DRIVES (CONT.)

CONSTRUCTION OF THE BUTT JOINT, TO THE SATISFACTION OF THE ENGINEER.

REMOVED, ALONG WITH ANY DAMAGED ITEM 424 THAT WOULD HINDER 

THE SIGNS AND ASPHALT CONCRETE FOR MAINTAINING TRAFFIC SHALL BE 

LOCATION OF THE WEDGE.  PRIOR TO BEGINNING WORK ON THE SECOND PHASE, 

"BUMP") SHOULD BE INSTALLED FACING EACH DIRECTION OF TRAVEL AT THE 

CONCRETE FOR MAINTAINING TRAFFIC.  ONE WORK ZONE MARKING SIGN (W8-1, 

WEDGE AT THE TERMINAL END OF THE PAVEMENT USING ITEM 614 ASPHALT 

THE WINTER, THE CONTRACTOR SHALL CONSTRUCT A TEMPORARY PAVEMENT 

AFTER COMPLETING THE FIRST PHASE AND BEFORE LEAVING THE PROJECT FOR 

SEASON. 

THE REMAINING SECTION TO BE COMPLETED DURING THE NEXT CONSTRUCTION 

B BEFORE AN INTERIM COMPLETION DATE OF SEPTEMBER 30, 2014, LEAVING 

THE CONTRACTOR HAS THE OPTION OF COMPLETING EITHER PHASE A OR PHASE 

PHASE B - ERI-60-0.00 TO ERI-60-8.931

PHASE A - HUR-60-2.07 TO HUR-60-15.96

IN TWO PHASES;

TEMPERATURE REQUIREMENTS OF ITEM 424, THE PROJECT MAY BE COMPLETED 

DUE TO THE LENGTH OF THIS PROJECT AND THE STRINGENT AMBIENT 

   TOTAL = 195 EACH

=  2 EACHWORK ZONE MARKING SIGN: (W8-1) BUMP

= 52 EACHWORK ZONE MARKING SIGN: (R4-2-24) PASS WITH CARE

= 58 EACHWORK ZONE MARKING SIGN: (R4-1-24) DO NOT PASS

= 83 EACHWORK ZONE MARKING SIGN: (W8-H12A-36) NO EDGE LINE

SPECIFICATIONS, 614.04.

MARKING SIGNS PER THE REQUIREMENTS OF THE CONSTRUCTION AND MATERIALS 

SUMMARY FOR USE AS DIRECTED BY THE ENGINEER FOR TEMPORARY WORK ZONE 

THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL 

INTERIM COMPLETION DATE

APPROXIMATE LOCATIONS OF KNOWN MONUMENT BOXES ARE:

PAID FOR AS INCIDENTAL TO THIS ITEM.

SHALL BE REPLACED IN KIND WITH NEW MONUMENTS.  THIS WORK SHALL BE 

SHOULD THE TWO BURIED MONUMENTS NOT BE ABLE TO BE LOCATED, THEY 

WITHOUT ADJUSTABLE FRAMES.

LABOR AND MATERIALS REQUIRED TO SATISFACTORILY ADJUST CASTINGS 

PRIOR TO BIDDING, AS NO ADDITIONAL COMPENSATION WILL BE GRANTED FOR 

CONTRACTOR IS REMINDED TO FIELD CHECK ALL ADJUSTMENT TO GRADE ITEMS 

EXISTING MONUMENT BOX TO THE SATISFACTION OF THE ENGINEER.  THE 

EXISTING ADJUSTABLE FRAME.  THE WORK SHALL CONSIST OF ADJUSTING THE 

THE MONUMENT BOX TO BE ADJUSTED TO GRADE MAY OR MAY NOT HAVE AN 
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HUR-60,SLM 13.28 MANHOLE HUR-60,SLM 13.31 INLET

HUR-60,SLM 13.29 MANHOLE HUR-60,SLM 13.31 MANHOLE

HUR-60,SLM 13.29 INLET HUR-60,SLM 13.36 MANHOLE

HUR-60,SLM 13.29 MANHOLE HUR-60,SLM 13.41 MANHOLE

TOTAL CARRIED TO GENERAL SUMMARY: 8 CASTINGS

INTERSECTION NAME
FEET

A

FEET

B

FEET

C

SQ YDS

AREA
COMMENTS

NEW LONDON SECTION LINE ROAD 21 19.5 27 87.71 102 RIGHT

NEW LONDON SECTION LINE ROAD 21 16 34 68 81 LEFT

FAYETTE ROAD 14 37.3 76 78 RIGHT

FAYETTE ROAD 17 33.17 81.25 93 LEFT

PROSPECT ROAD 18 31 81.75 96 LEFT ONLY

COOK ROAD 18.75 31.5 82.5 101 RIGHT

COOK ROAD 19 37.5 88 115 LEFT

EATON ROAD 16.5 20 50 55 SOUTH SPLIT, RIGHT ONLY

EATON ROAD 16.5 20 50 55 NORTH SPLIT, RIGHT ONLY

FERRY ROAD 16.5 23 53 60 RIGHT

FERRY ROAD 16 24 58 63 LEFT

WENZ ROAD 15.5 33.25 74.5 81 RIGHT

WENZ ROAD 22 24.33 69 96 LEFT

ZENOBIA ROAD 20 58 128 181 RIGHT

ZENOBIA ROAD 30 56 140 280 LEFT

OLD SR 18 15 97 240 241 LEFT ONLY

AUSTER ROAD 16 22.5 53 58 RIGHT ONLY

CHENANGO ROAD 11 60 117.5 97 RIGHT ONLY

TOWNSEND STREET 20 35 83 113 RIGHT

TOWNSEND STREET 15 33 77 79 LEFT

FARMERS STREET 15.5 23 52 56 LEFT ONLY

CHURCH STREET 9.5 24 39 31 RIGHT ONLY

NORTH STREET 12 24.5 50 44 RIGHT ONLY

ABBOTT STREET 12.5 47.5 85 83 LEFT ONLY

LINCOLN ROAD 17.5 62.5 160 185 RIGHT ONLY

CARTER ROAD 10.75 19 44 33 LEFT ONLY

DENMAN ROAD 11 28 57 46 RIGHT ONLY

BUTLER ROAD 23.5 36.5 87 139 RIGHT ONLY

WEST ROAD 34.5 37.5 94.5 217 LEFT ONLY

GARFIELD ROAD 18.5 30 80 96 RIGHT

GARFIELD ROAD 16 32 76.5 83 LEFT

SOUTH STREET 14 33 69 70 RIGHT ONLY

SR 113 20.5 50.5 120 168 RIGHT

SR 113 20 57.5 133 184 LEFT

SPERRY ROAD 38.5 42.5 135 314 RIGHT ONLY

MASON ROAD 20 40.5 81 120 RIGHT

MASON ROAD 12.5 52.5 100.5 95 LEFT

TRINTER ROAD 32 40.5 119 237 RIGHT ONLY

DARROW ROAD 24.5 34.5 94 148 RIGHT

DARROW ROAD 31.5 32.5 103 196 LEFT

HOLIDAY DRIVE 7 62 80 53 LEFT ONLY

KNEISEL ROAD 32 35 90 190 LEFT ONLY

WINE STREET 25 54 106 198 LEFT ONLY

VINEYARD SQUARE PLAZA 35 40.5 85 215 LEFT ONLY

TOTAL INTERSECTION AREAS 5326

ERI-60, SLM 1.890 ERI-60, SLM 2.844 ERI-60, SLM 4.034 ERI-60, SLM 6.799

ERI-60, SLM 1.926 ERI-60, SLM 2.907 ERI-60, SLM 4.276 ERI-60, SLM 8.120

ERI-60, SLM 1.985 ERI-60, SLM 2.968 ERI-60, SLM 4.448 ERI-60, SLM 8.268

ERI-60, SLM 2.097 ERI-60, SLM 3.104 ERI-60, SLM 4.754 HUR-60,SLM 2.749

ERI-60, SLM 2.455 ERI-60, SLM 3.289 ERI-60, SLM 5.060 HUR-60,SLM 2.760 BURIED

ERI-60, SLM 2.533 ERI-60, SLM 3.369 ERI-60, SLM 6.004 HUR-60,SLM 2.890 BURIED

ERI-60, SLM 2.642 ERI-60, SLM 3.495 ERI-60, SLM 6.071 HUR-60,SLM 4.720

ERI-60, SLM 2.716 ERI-60, SLM 3.678 ERI-60, SLM 6.114 HUR-60,SLM 9.096

ERI-60, SLM 2.777 ERI-60, SLM 3.861 ERI-60, SLM 6.277 HUR-60,SLM 9.153

ERI-60, SLM 6.559 HUR-60,SLM 9.220

TOTAL CARRIED TO GENERAL SUMMARY: 38 MONUMENT BOXES


