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General Hofes

Scope of Work

- The purposea of this contract is to replace an existing strain pole at the intersection of SR 37 & 256. The project will
include the following work:

« install a new strain pole foundation (38" x 9} and design 5 strain pole for pole?
« [nsiall a new messenger wire from new strain pole to existing bull ring
=« Remove damagead strain pole2 and foundation (1 below existing grade)

Locations

The location of the strain pole s In the Southeast quadrant of the SR 37 & 258 Intersection localed in Fairfield County.

Term of Contract

The term of the coniract shall be from the date of award for a period of twelve (12) months or until all work descyibed in
 the plans is completed, whichever comes first.

General Suraimary Estimated Quantities

Quantities shown in the general summary are estimated quaniities based on existing plans. They are not to be construed
as exact and variance can be expected in the actual quantities based on actual field review. All pay items listed in the
plans are considered contingency quantities meaning that the Contractor will not raceiva payment for work that is not
performed or matenals that are not used unless ctherwisa specified in the plans.

The Contractor shall not order materials tor any location until the Enginesr establishes the quantities through the site
inspaction.

Work Inspection

The Contracior shall provids the Enginesr with 48 hour notice of any work to be performed al the interchange site so that
-ingpaction services can be supplisd.

Lontractors Commitment

it st any tima the Contractor is unable io meet his commitmeant under the terms of this contract, as determined by the
Enginesr, the State will proceed by any means necessary o complete the work, Any expense incurred by ODOT in
connection with the completion of the work shall be chargsd against any amounts due the Contractor,

Materials

All materials furnishad tor this project shall be in accordance with the requirements of the Ohic Department of
Transportation Construction and Material Spacifications (CM&S) dated as shown on sheet 1. Furnish new materials and
squipment of first guality, of current design and free from defects. No usad material will be permitted.

Thera are no utllities shown in thase plans. 1 shall be the Contractor's responsibility to properly locate and work around
all utitities it any conflicts exist.
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€14 Maintaining Tr

The Gontractor shall be responsible for rmaintaining tratlic during the installaiion & removal of ali intersecltion work iems.
Al traffic control devices shall ba fumished, erecited, maintained and removed by the coniractor. The following
requirements apphy:

1. Lane closures on any sbrest or business entrance 1 the project will not cocuwr during the seak volume howrs of 7
am o B am, and 4 pm o Tpm.

2. Tha use of a law enforcement officer with patrol car s required where 2 complets blockage of approach traffic is
reguirad,

3. The use of 8 law enforcement officer with patrol car s required I the contractor iums the infersection signals off or
pris ihe intersection in fashing operation.

The official patrol car shall be a pw!h, safoly vehicle as reguired by the Ohic Revised Code. Thel FOs are considerad to
bea employed by the Contractor and the Contractor shall be rwmpum;bém for their actions. Although they are employed by -
tha Contracior, the BEngineer s han have contrel over their placement. The hours paid ghaell include minimurm show-up time
reguired by the law enforcement agency Invohyed,

Payment for item 614 "Maintaining Traffic shall include all the teme required o m ammn traffic in accordance wilth these
FeqUiFements, ino Iuqu UE&" fawy enforcameant officer with patrol car,
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