INLET SPACING DESIGN

PID : 114605 Date : 04/27/2023 Project : HAM-SR4-7.00 Location : Glenwood Gardens Entrance
Description :Spread Calculations along Glenwood Gardens Entrance Drive Designer : SCR
Rainfall Area: C Storm Frequency (yr.): 2 Total Allow. Spread (ft.) : 6.00 Allowable Depth (ft.) 0.42

STATION C.B. GUTTER RUNOFF CONC. GUTTER TIME LONG. GUTT. PAVT. GUTT. LOCAL RAIN INTERCPTD BYPASS TOTAL DEPTH PAVT.
Type LENGTH COEF AREA TIME TIME USED SLOPE SLOPE SLOPE WIDTH DEPRESS. FALL FLOW FLOW FLOW FLOW SPREAD

(ft.) (acres) (min.) (min.) (min.) (ft./ft.) (ft./ft.) (ft./ft) (ft.) (ft.) (in./hrs.) (cfs.) (cfs.) (cfs.) (ft.) (ft.)
77+45 Begin
79+55  CB-3 210.00 090 0.17 10.00 1.33  11.33 0.0240 0.0830 0.0200 2.00 0.0420 3.86 0.59 0.00 0.59 0.167 2.05
83+00 CB-3 345.00 090 0.29 10.00 210 1210 0.0230 0.0830 0.0200 2.00 0.0420 3.74 0.98 0.00 0.98 0.201 3.75
9+21 CB-3 60.00 0.90 0.03 10.00 0.44 10.44 0.0500 0.0830 0.0200 2.00 0.4200 4.00 0.11 0.00 0.11 0.077 0.93
11+61 CB-3 240.00 090 0.15 10.00 1.68 11.68 0.0200 0.0830 0.0200 2.00 0.0420 3.80 ek ek 0.51 0.164 1.98 Sag
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