INLET SPACING DESIGN

PID : 114605 Date : 04/27/2023 Project : HAM-SR4-7.00 Location : Glenwood Gardens Entrance
Description :Spread Calculations along Private Drive and SR4 Designer : SCR
Rainfall Area: C Storm Frequency (yr.): 5 Total Allow. Spread (ft.) : 6.00 Allowable Depth (ft.) 0.42

STATION C.B. GUTTER RUNOFF CONC. GUTTER TIME LONG. GUTT. PAVT. GUTT. LOCAL RAIN INTERCPTD BYPASS TOTAL DEPTH PAVT.
Type LENGTH COEF AREA TIME TIME USED SLOPE SLOPE SLOPE WIDTH DEPRESS. FALL FLOW FLOW FLOW FLOW SPREAD

(ft.) (acres) (min.) (min.) (min.) (ft./ft.) (ft./ft.) (ft./ft) (ft.) (ft.) (in./hrs.) (cfs.) (cfs.) (cfs.) (ft.) (ft.)
93+18 Begin
92+55  CB-3 63.00 090 0.10 10.00 0.33 10.33 0.0480 0.0830 0.0200 2.00 0.0420 4.75 0.43 0.00 0.43 0.130 1.57
90+50 CB-3A  205.00 0.90 0.07 10.00 1.28 11.28 0.0400 0.0830 0.0200 2.00 0.0420 4.58 0.29 0.00 0.29 0.116 1.40
14+91 CB-3A 300.00 0.90 0.22 10.00 1.28 11.28 0.0520 0.0830 0.0200 2.00 0.4200 4.58 0.91 0.00 0.91 0.170 219
53+00 CB-3A  455.00 0.90 0.40 10.00 2.07 12.07 0.0400 0.0830 0.0200 2.00 0.0420 4.44 1.45 0.15 1.60 0.216 4.48
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