
PV-12.2
REPLACEMENT DETAIL

DV
APPRVD BY:

08/19/2015 NONE

CAD FILE:

ISSUE DATE:

SHEET:

SCALE:

STANDARD DESIGNS

City of Lorain

Phone:  (440) 204-2003

EA
DRWN BY:

CHANGES, AND IN CONJUNCTION WITH ANY GENERAL NOTES AND/OR OTHER
NOTE 1:

DETAILS WHICH MAY APPLY.  ANY CHANGES TO THIS DETAIL SHALL FIRST BE
SUBMITTED TO AND APPROVED BY THE CITY ENGINEER.

NOTE 2:
IN ADVANCE:  O.U.P.S. @ (800) 362-2764 .

THIS DETAIL IS VALID ONLY WHEN USED AS PRESENTED HERE, WITHOUT

BEFORE ANY EXCAVATING, CALL THE FOLLOWING NUMBERS AT LEAST 48 HOURS
200 West Erie Avenue  Lorain, Ohio  44052

SIDEWALK

MATCH EXISTING WIDTH
OR (5'-0")

TYPICAL  SIDEWALK  DETAIL

4000 P.S.I. CONCRETE
COMPACTED SUBGRADE

4"

NOTE:

WALK TO BE DIVIDED INTO EQUALLY SPACED BLOCKS AT
APPROXIMATELY 5' INTERVALS.  EXPANSION JOINT FILLER 12"
THICK SHALL BE INSTALLED BETWEEN WALK AND ANY FIXED
STRUCTURE EXTENDING FOR THE FULL DEPTH OF THE
SIDEWALK.  THE EXPANSION JOINT FILLER SHALL BE 1" THICK
WHERE WALK IS INSTALLED AGAINST BACK OF CURB.  SEE
PV-7.

1
4" PER FT.

SIDEWALK  REPLACEMENT

EXIST CONCRETE WALK

MIN. 2' BEYOND EDGE
OF TRENCH (TYPICAL

EACH SIDE)

4" MIN. ODOT ITEM 608 CONC.
WALK AND 6" THICK AT DRIVE
APRONS (IN NO CASE SHALL

THICKNESS OF WALK BE
LESS THAN EXISTING) SEE TRENCH AND

BEDDING DETAILS

NOTE:

EXISTING WALK SHALL BE
REMOVED IN FULL SLABS
AND REPLACED TO
MAINTAIN THE EXISTING
JOINT PATTERN.

WALK REPLACEMENT

CURE AND SEAL SURFACE

PV-12.2.dwg

NO. DATE REVISION NO. DATE REVISION

MATCH EXISTING WIDTH
OR (5'-0")

4000 P.S.I. CONCRETE
COMPACTED SUBGRADE

4"

NOTE:

TOOL CONTROL JOINTS @ 5'-0" O.C.SURFACE FINISH WILL BE A SMOOTH
TEXTURE BROOM PERPENDICULAR TO WALK FLOW WITH RE-TRACED
PERIMITER USING AN APPROVED EDGING TOOL WITH A RADIUS OF
ONE-QUARTER INCH AND INTERIOR JOINTS USING AN APPROVED
GROOVING TOOL TO A DEPTH OF NOT LESS THAN ONE-QUARTER THE
THICKNESS OF THE SLAB. REFER TO ODOT 608.03 C, PLACING AND
FINISHING FOR WALKS, CURB RAMPS, STEPS AND APRONS.

1
4" PER FT.

NEW  SIDEWALK  DETAIL

01/01/20199

02/06/202011 NEW WALK DETAIL REV. 

02/21/202011 NEW WALK NOTE REV. 

NEW SIDEWALK FINISHING DETAIL

NOTE:

BROOM  AND TOOL FINISHING FOR WALKS,
CURB RAMPS, STEPS AND APRONS.

TOOLED  GROOVE - DEPTH TO BE   NO LESS THAN ONE QUARTER THE THICKNESS OF SLAB

SMOOTH TEXTURE BROOM

TRACED PERIMETER - 2" PREFERRED

11 09/24/2020 NEW FINISHING DETAIL
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