PID 93605 – Curb Location and Type Requirements 
[bookmark: _GoBack]All stationing is in reference to the stationing shown on MAD-70-10.270 PHASE 1 (found in Appendix A).
The prop. curb levels & imagery in the CADD Basemap “93605_BP001” and the “Preliminary Layout.pdf” in Appendix M do not accurately reflect the curb limits and shall be ignored. 
Existing curb may be reused if the adjacent pavement is not being removed, replaced, or widened with the project, and any adjacent proposed curb tying into the existing curb is the same type as existing. 
Curb Location Requirements:
· All splitter islands 
· All edges of the circulatory roadway 
· Approach from existing roundabout to proposed bridge
· Approach from existing bridge to existing roundabout 
· Ramp B STA. 44+17.88 (PT of Curve) to existing roundabout (including slip-lane)
· From existing roundabout to Ramp A STA. 25+75.00 
· Approach from proposed roundabout to existing bridge
· Approach from proposed bridge to proposed roundabout
· Along SR-29 (including merging slip-lane) to STA. 580+52.28 
· Ramp D STA. 545+24.23 (PC of Curve) to proposed roundabout (including slip-lane)
· From proposed roundabout (including slip-lane & reconstructed ramp) to PT of proposed slip-lane curve on Ramp C
· Along pavement widening at the radius SR-29 SB to Commerce Parkway (intent is to restore curb where it already exists at this location)
Curb Type Requirements:
· Per L&D Volume 1 (305.2) Type 9 shall be used along the truck apron/edge of pavement of roundabouts
· Type 2, Type 2-A, or Type 6 shall be used elsewhere in the project limits
· DBT shall follow L&D Volume 1 for additional guidance on curb type in conjunction with guardrail (Section 602.1.5)

