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CONNECTING GUARDRAIL TO EXISTING RAIL

LOCATIONS OF GUARDRAIL

FRONT OF GUARDRAIL AS PER STANDARD DRAWINGS AND PLAN DETAILS.

POSSIBLE FROM THE EDGE OF PAVEMENT WHILE MAINTAINING PROPER GRADE IN 

PROTECTION FOR TRAFFIC.  THIS LOCATION SHALL BE POSITIONED AS FAR AS 

THE FIELD TO ASSURE THAT THE INSTALLATION WILL AFFORD THE MAXIMUM 

THE GUARDRAIL PROTECTION PROVIDED IN THIS PLAN SHALL BE LOCATED IN 

OF THIS ADDITIONAL PORTION SHALL BE ADDED FOR PAYMENT.

ADDITIONAL PORTIONS OF RAIL ELEMENT ARE USED THE LINEAL MEASUREMENT 

BE INCLUDED IN THE UNIT BID PRICE FOR TYPE 5 GUARDRAIL.  IF 

OF ADDITIONAL RAIL ELEMENTS.  THE COST OF THIS ADDITIONAL WORK SHALL 

INCLUDING EXTRA POSTS, DRILLING HOLES AND POSSIBLY PARTIAL SECTIONS 

TO BE CONNECTED TO EXISTING RAIL SOME MODIFICATIONS MAY BE REQUIRED, 

IN LOCATIONS WHERE TYPE 5 GUARDRAIL, TERMINAL ASSEMBLIES, ETC. ARE 

FOR ITEM 202, ANCHOR ASSEMBLY REMOVED, TYPE A.

PAYMENT FOR ALL OF THE ABOVE SHALL BE INCLUDED IN THE UNIT BID PRICE 

AND LEVELED, AS DIRECTED BY THE ENGINEER.

CONSTRUCTION.  ALL FILL MATERIAL SHALL BE THOROUGHLY COMPACTED 

GRANULAR MATERIAL OR EXCESS MATERIAL RESULTING FROM GUARDRAIL 

ENTIRELY.  ALL HOLES REMAINING AFTER REMOVAL SHALL BE FILLED WITH 

THE EXISTING CONCRETE ANCHOR AND CONCRETE AT POSTS SHALL BE REMOVED 

CONTRACTOR AND SHALLBE PROPERLY DISPOSED OF.

ANCHORS.  ALL ITEMS REMOVED SHALL BECOME THE PROPERTY OF THE 

ASSEMBLY INCLUDING ALL POSTS, HARDWARE, RAIL ELEMENTS, AND CONCRETE 

THIS ITEM SHALL INCLUDE THE REMOVAL OF THE EXISTING TYPE A, ANCHOR 

ITEM 202 - ANCHOR ASSEMBLY REMOVED, TYPE A

5. INSTALL BARRIER REFLECTORS.

4. REBUILD/CONSTRUCT THE GUARDRAIL RUN. 

EMBANKMENT, AS PER PLAN. 

3. PERFORM THE RESHAPING UNDER GUARDRAIL INCLUDING COMPLETING THE 

2. REMOVE THE GUARDRAIL. 

1. GUARDRAIL WORK IS TO BEGIN AFTER THE 617 MATERIAL IS PLACED. 

BRIDGE LOCATION MARKER SIGN

SEE ROADWAY SUB-SUMMARY SHEET FOR QUANTITIES  

ITEM 630 REMOVAL OF GROUND MOUNTED POST SUPPORT AND DISPOSAL

ITEM 630 REMOVAL OF GROUND MOUNTED SIGN AND REERECTION      

ITEM 630 GROUND MOUNTED SUPPORT, NO. 3  POST                  

PAY ITEMS:

REMOVAL, AND POST INSTALLATION SHALL BE INCLUDED IN THE FOLLOWING 

ALL COSTS, INCLUDING THE SIGN REMOVAL, SIGN REERECTION, POST 

CONTACT THE DISTRICT BRIDGE ENGINEER.

SIGNS IN KIND. IF THERE ARE ANY QUESTIONS ON THE LOCATION, PLEASE 

REMOVE THE EXISTING BRIDGE LOCATION MARKER SIGNS AND REERECT THE 

THE STRAIGHT LINE MILEAGE OF THE STRUCTURE. THE CONTRACTOR SHALL 

THE BRIDGE LOCATION MARKER SIGN INDICATES THE COUNTY, THE ROUTE, AND 

SUGGESTED SEQUENCE OF GUARDRAIL WORK

ITEM 203 - EMBANKMENT, AS PER PLAN

ALL WORK DESCRIBED ABOVE.

CUBIC YARD FOR ITEM 203 - EMBANKMENT, AS PER PLAN AND SHALL INCLUDE 

ACCEPTED QUANTITIES WILL BE MADE AT THE CONTRACT UNIT BID PRICE PER 

WORK SITE, IN LIEU OF THE REQUIREMENTS OF 203.09. PAYMENT FOR 

NUMBER OF CUBIC YARDS MEASURED BY LOOSE VOLUME IN THE CARRIER AT THE 

THE METHOD OF MEASUREMENT FOR EMBANKMENT MATERIAL SHALL BE BY THE 

INCLUDED IN THIS ITEM FOR PAYMENT.

SEEDED, MULCHED, AND WATERED AS PER ITEM 659. THE COST SHALL BE 

AFTER THE EMBANKMENT HAS BEEN PLACED, THE AREAS SHALL BE FERTILIZED, 

COMPACTION.

SHALL BE SUFFICIENT TO PROVIDE A MINIMUM OF 60 PERCENT OF RELATIVE 

INCHES IN THICKNESS.  THE METHOD OF COMPACTION AND EQUIPMENT USED 

IN WHICH THE EMBANKMENT IS PLACED SHALL BE LIMITED TO EIGHT (8) 

THE REQUIREMENTS FOR BENCHING SHALL BE WAIVED.  THE DEPTH OF LAYERS 

AREAS WHERE EMBANKMENT MATERIAL IS TO BE PLACED SHALL BE SCALPED. 

ROADWAY SHOULDER.

CONSTRUCT GUARDRAIL AND TO PROVIDE STRUCTURAL INTEGRITY OF THE 

EMBANKMENT SHALL BE PLACED AS TO PROVIDE A SUITABLE AREA TO 

AT SPECIFIED LOCATIONS AND LOCATIONS AS DIRECTED BY THE ENGINEER, 
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1.0

10:1

MAXIMUM SLOPE

1.5

PAVED SHOULDER

EDGE OF 

1’-0"

(MIN.)

ITEM 209 - RESHAPING UNDER GUARDRAIL

 GUARDRAIL

RESHAPING UNDER

203 - EMBANKMENT, AS PER PLAN.

REQUIRED TO MEET THE SLOPE REQUIREMENTS WHICH SHALL BE PAID BY ITEM 

RESHAPING UNDER GUARDRAIL WITH THE EXCEPTION OF ANY EXTRA MATERIAL 

THE ABOVE WORK SHALL BE PAID FOR PER STATION WITH ITEM 209, 

HAS BEEN COMPLETED.

WORK SHALL NOT BE STARTED UNTIL AFTER THE RESURFACING AND BERM WORK 

IT SHALL BE PAID FOR WITH ITEM 203 - EMBANKMENT, AS PER PLAN.  THIS 

SO DIRECTED OR DISPOSED OF PROPERLY.  IF EXTRA MATERIAL IS REQUIRED 

EXCESS MATERIAL RESULTING SHALL BE USED ELSEWHERE FOR THIS ITEM IF 

FURTHER DETAILS AND INFORMATION OF THE LIMITS OF THIS WORK).

MAXIMUM (SEE DETAIL BELOW AS WELL AS THE GUARDRAIL DETAIL SHEETS FOR 

GRADED AND RESHAPED TO PROVIDE AN AREA THAT HAS A SLOPE OF 10:1 

THE AREA IN FRONT OF, UNDER, AND BEHIND THE GUARDRAIL SHALL BE 

AS DIRECTED BY THE ENGINEER.

AS PER CMS 209.05 AND AS DESCRIBED HEREIN, AND SHALL AT ALL TIMES BE 

THIS WORK SHALL BE COMPLETED AT LOCATIONS SPECIFIED FOR WORK AS WELL 

THIS ITEM SHALL BE USED AT LOCATIONS INDICATED IN THE PLANS.

1.0

MAXIMUM SLOPE

1.5

PAVED SHOULDER

EDGE OF 

1’-0"

(MIN.)

 GUARDRAIL

RESHAPING UNDER

8:1
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ITEM 606 - RAISING TYPE 5 GUARDRAIL

ITEM 606 - ANCHOR ASSEMBLY, TYPE E

THE MANUFACTURER.

EMBANKMENT AND EXCAVATION NOT SEPARATELY SPECIFIED, AS REQUIRED BY 

RELATED TRANSITIONS, REFLECTIVE SHEETING, HARDWARE, GRADING, 

COMPLETE AND FUNCTIONAL ANCHOR ASSEMBLY SYSTEM, INCLUDING ALL 

LABOR, TOOLS, EQUIPMENT AND MATERIALS NECESSARY TO CONSTRUCT A 

ITEM 606, ANCHOR ASSEMBLY, TYPE E, EACH, AND SHALL INCLUDE ALL 

PAYMENT FOR THE ABOVE WORK SHALL BE MADE AT THE UNIT PRICE BID FOR 

LINE.

TOP OF THE GROUND STRUT PROJECT MORE THAN 4 INCHES ABOVE THE GROUND 

ON SITE GRADING IS REQUIRED IF THE TOP OF THE FOUNDATION TUBES OR 

SHOULDER.

FINISHED GUARDRAIL HEIGHT OF 27 3/4 INCHES FROM THE EDGE OF THE 

APPROPRIATE DEPTH BELOW THE LEVEL LINE IN ORDER TO MAINTAIN THE 

THE GROUND. THE PLACEMENT OF THE FOUNDATION TUBES SHOULD BE AN 

THE TOP OF ANY FOUNDATION TUBE SHOULD BE LESS THAN 4 INCHES ABOVE 

OF, AND THE GRADING AROUND, THE FOUNDATION TUBES AND GROUND STRUT.  

REFER TO THE MANUFACTURER’S INSTRUCTIONS REGARDING THE INSTALLATION 

NOT BE BENT.

SALVAGED EXTRUDER SHALL NOT BE DAMAGED AND THE FEEDER SHUTE SHALL 

606 ANCHOR ASSEMBLY, TYPE E.  ALL WELDS ON THE EXTERIOR OF THE 

THE CONTRACTOR MAY USE A SALVAGED EXTRUDER WHEN ASSEMBLING THE ITEM 

TYPE G REFLECTIVE SHEETING, PER CMS 730.19. 

THE FACE OF THE TYPE E IMPACT HEAD SHALL BE COVERED WITH A SHEET OF 

ACCORDANCE WITH THE MANUFACTURER’S SPECIFICATIONS.

 INSTALLATION SHALL BE AT THE LOCATIONS SPECIFIED IN THE PLANS, IN 

UNDER ROADSIDE SAFETY DEVICES FOR APPROVED GUARDRAIL END TREATMENTS. 

GUARDRAIL END TERMINALS AS LISTED ON ROADWAY ENGINEERING’S WEB PAGE 

THIS ITEM SHALL CONSIST OF FURNISHING AND INSTALLING ANY OF THE 

THE ABOVE WORK.

LABOR, EQUIPMENT, MATERIALS, AND INCIDENTALS NECESSARY TO COMPLETE 

OF ITEM 606 - RAISING TYPE 5 GUARDRAIL, WHICH SHALL INCLUDE ALL 

PAYMENT FOR ALL OF THE ABOVE SHALL BE AT THE UNIT PRICE BID PER FOOT 

THESE ASSEMBLIES.

BE ADJUSTED.  THE LAST RAIL ELEMENT SHALL BE TRANSITIONED TO MEET 

THE EXISTING TYPE "A" ANCHOR ASSEMBLIES THAT ARE TO REMAIN SHALL NOT 

BLOCK TO THE EXISTING POSTS.

BORE NEW BOLT HOLES IN THE WOOD POSTS, AND TO RECONNECT THE RAIL AND 

THE RAIL SHALL BE DISMANTLED ONLY TO THE EXTENT NECESSARY TO FIELD 

RE-ATTACHED TO THE POSTS USING NEW POST BOLTS.

AS TO OBTAIN THE STANDARD 29 IN. HEIGHT.  THE RAIL SHALL BE 

RAISED ON THE EXISTING WOOD POSTS AS PER PLAN INSERT SHEET GR-2.1 SO 

WHERE DESIGNATED ON THE PLAN, THE EXISTING TYPE 5 GUARDRAIL SHALL BE 
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