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TYPICAL PLAN VIEW AT SCUPPER

ITEM

QUANTITY

UNITS DESCRIPTION

202

4

cy PORTIONS OF STRUCTURE REMOVED, AS PER PLAN

51

/

cY CLASS QCI CONCRETE, ABUTMENT, AS PER PLAN

511

3

cy CLASS QC2 CONCRETE MISC.: APPROACH SLAB REPAIR

512

3

SY TYPE A WATERPROOFING

516

55

FT JOINT SEALER

346

55

FT POLYMER MODIFIED ASPHALT EXPANSION JOINT SYSTEM

856

33

cy BRIDGE DECK WATERPROOFING ASPHALT CONCRETE

ALL QUANTITIES CARRIED

TO STRUCTURE SUMMARY (05/NHS/BR)

/ PROPOSED POLYMER MODIFIED
/ BRIDGE DECK OVERLAY WITH ASPHAL T EXPANSION JOINT SYSTEM

/ ITEM 856 - BRIDGE DECK WATERPROOFING
ASPHALT CONCRETE (1.57)

APPROACH SLAB AND BACKWALL REPAIR (TYP.)

PLAN VIEW

BACKWALL REPAIR WITH ITEM 202 - PORTIONS
OF STRUCTURE REMOVED, AS PER PLAN AND
ITEM 511 - CLASS QC 1 CONCRETE, ABUTMENT,
AS PER PLAN (PRESERVE ALL EXISTING
REINFORCING STEEL IN THIS AREA)

PROPOSED POLYMER MODIFIED
ASPHALT EXPANSION JOINT SYSTEM

ITEM 516 - JOINT SEALER
ITEM 512 - TYPE A WATERPROOFING

ITEM 202 - PORTIONS OF STRUCTURE
REMOVED, AS PER PLAN AND ITEM 511
CLASS QC2 CONCRETE, MISC.: /
APPROACH SLAB REPAIR
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EXISTING

EXISTING W33xia1

BACKWALL

EXISTING
ABUTMENT

BACKWALL/APPROACH SLAB REPAIR

NOTES:
1 ALL EXISTING REINFORCING STEEL TO BE PRESERVED.
2) EXISTING VANDAL FENCE NOT SHOWN.
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