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202 83 FT REMOVAL MISC.: JOINT SEALER ‘ ‘ ‘
202 3 FT CURB REMOVED ‘ ! |
512 229 N SEALING OF CONCRETE SURFACES (EPOXY-URETHANE)
SPECIAL 11 Sy PATCHING CONCRETE BRIDGE DECK OVERLAY WITH MICRO- SILICA MODIFIED CONCRETE
516 166 FT JOINT SEALER

ALL QUANTITIES CARRIED TO STRUCTURE SUMMARY SHEET (04/STR/BR)

EXPANSION JOINT REPAIRS

25'-0" 222'-7" BRIDGE LIMITS 25'-0" ‘
APPROACH 220'-6" BRIDGE DECK LIMITS APPROACH ‘
SLAB SEE SLAB
DECK PATCHING - 5'X5' WEARING SURFACES PATCHES QETAIL A JOINT SEAL AND

ITEM 202- REMOVAL MISC.:
ITEM 516 - JOINT SEALER

ITEM 202- REMOVAL MISC.:
ITEM 516 - JOINT SEALER

PROFILE CORRECTION

SEE GENERAL NOTES.

AREA TO BE SEALED USING
ITEM 512 - SEALING OF CONCRETE
%L_/)é’; /} CES (EPOXY-URETHANE)
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