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COMPLETED ASPHALT CONCRETE COURSES.

WITH THE REQUIREMENTS OF THE SPECIFICATIONS FOR PROTECTION OF 

TRAFFIC WILL BE PERMITTED FOR MINIMUM PERIODS OF TIME CONSISTENT 

TWO-WAY TRAFFIC SHALL BE MAINTAINED AT ALL TIMES EXCEPT THAT ONE-WAY 

ITEM 614 - ASPHALT CONCRETE FOR MAINTAINING TRAFFIC

INCIDENTAL TO ITEM 614 - ASPHALT CONCRETE FOR MAINTAINING TRAFFIC.

WEDGE SHALL BE REMOVED AND THE COST SHALL BE CONSIDERED 

CASTINGS.  BEFORE RESURFACING OF THE PAVEMENT, THE TEMPORARY 

PLANED SURFACES WHERE A TEMPORARY ASPHALT WEDGE IS NEEDED AROUND 

THAT RESULT IN A DROP-OFF.  THIS QUANTITY SHALL ALSO BE USED AT 

PAVEMENT TO THE PLANED SURFACE AT BUTT JOINTS AND OTHER LOCATIONS 

SUMMARY TO CONSTRUCT A TEMPORARY ASPHALT WEDGE FROM THE EXISTING 

THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL 

ITEM 614 - WORK ZONE MARKING SIGN

TOTAL (03/NHS/PV) = 14 EACH    

WORK ZONE MARKING SIGN: (R4-2-24) PASS WITH CARE= 4 EACH

WORK ZONE MARKING SIGN: (R4-1-24) DO NOT PASS= 5 EACH

WORK ZONE MARKING SIGN: (W8-H12A-36) NO EDGE LINE= 5 EACH

TOTAL (02/S<2/PV) = 17 EACH    

WORK ZONE MARKING SIGN: (R4-2-24) PASS WITH CARE= 4 EACH

WORK ZONE MARKING SIGN: (R4-1-24) DO NOT PASS= 7 EACH

WORK ZONE MARKING SIGN: (W8-H12A-36) NO EDGE LINE= 6 EACH

    TOTAL (01/STR/PV) = 52 EACH

= 12 EACHWORK ZONE MARKING SIGN: (R4-2-24) PASS WITH CARE

= 15 EACHWORK ZONE MARKING SIGN: (R4-1-24) DO NOT PASS

= 25 EACHWORK ZONE MARKING SIGN: (W8-H12A-36) NO EDGE LINE

SPECIFICATIONS, 614.04.

MARKING SIGNS PER THE REQUIREMENTS OF THE CONSTRUCTION AND MATERIALS 

SUMMARY FOR USE AS DIRECTED BY THE ENGINEER FOR TEMPORARY WORK ZONE 

THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL 

M
A
I
N

T
E

N
A

N
C

E
 

O
F
 

T
R

A
F

F
I
C
 

N
O

T
E

S
W

A
Y
-
5
8

5
-
(
1
1
.9

6
)
(
1
4
.7

8
)

M
E

D
-
9

4
-
0
.0

0

W
A

Y
-
9

4
-
1
4
.1

6

ITEM 614 - PORTABLE CHANGEABLE MESSAGE SIGN, AS PER PLAN

MATERIALS MANAGEMENT).   THE APPROVED LIST OF PORTABLE

THE CONTRACTOR SHALL FURNISH, INSTALL, MAINTAIN AND REMOVE, WHEN

NO  LONGER  NEEDED, A CHANGEABLE MESSAGE SIGN, ON SITE, FOR THE

DURATION OF THE PROJECT. THE SIGN SHALL BE OF A TYPE SHOWN ON A

LIST OF APPROVED PCMS UNITS MAINTAINED BY THE DIRECTOR (OFFICE OF

TRACTOR SHALL, AT THE DIRECTION OF THE ENGINEER, RELOCATE THE

NOT  IN  USE  FOR  EXTENDED PERIODS OF TIME, THE PCMS SHALL BE

ALL MESSAGES TO BE DISPLAYED ON THE SIGN WILL BE PROVIDED BY THE

THE PCMS SHALL CONTAIN AN ACCURATE CLOCK AND PROGRAMMING LOGIC

(IN ACTIVE CELLULAR PHONE AREAS) ALLOW REMOTE SIGN ACTIVATION,

MESSAGE CHANGES, MESSAGE ADDITIONS AND REVISIONS TO TIME OF DAY

FUELS, LUBRICATING OILS, SOFTWARE, HARDWARE AND INCIDENTALS TO

MANAGEMENT.  THE  LIST CONTAINS CLASS A AND B UNITS WITH MINIMUM

LEGIBILITY DISTANCES OF 650 FT. AND 475 FT., RESPECTIVELY.

EACH SIGN SHALL BE TRAILER-MOUNTED AND EQUIPPED WITH A FUNCTIONAL

DIMMING MECHANISM, TO DIM THE SIGN DURING DARKNESS, AND A TAMPER

AND  VANDAL  PROOF  ENCLOSURE. EACH SIGN SHALL BE PROVIDED WITH

APPROPRIATE TRAINING AND OPERATION INSTRUCTIONS TO ENABLE ON-

SITE PERSONNEL TO OPERATE AND TROUBLESHOOT THE UNIT. THE SIGN

SHALL ALSO BE CAPABLE OF BEING POWERED BY AN ELECTRICAL SERVICE

CONFORMING TO CMS 614.03, IN A CONTINUOUS LINE ON THE FACE OF THE

TRAILER AS SEEN BY ONCOMING ROAD USERS.

MAINTENANCE AND ALL ACTIVATION OF THE SIGNS BY THE CONTRACTOR

SHALL BE AS DIRECTED BY THE ENGINEER. THE PCMS SHALL BE LOCATED IN

A  HIGHLY  VISIBLE POSITION YET PROTECTED FROM TRAFFIC. THE CON-

PCMS TO IMPROVE VISIBILITY OR ACCOMMODATE CHANGED CONDITIONS.

WHEN NOT IN USE, THE PCMS SHALL BE TURNED OFF. ADDITIONALLY, WHEN

TURNED, FACING AWAY FROM ALL TRAFFIC, AND SHALL DISPLAY ONE OR

MORE YELLOW RETROREFLECTIVE SHEETING SURFACES OF 9-INCH BY 15-

INCH MINIMUM SIZE FACING TRAFFIC.

THE ENGINEER SHALL BE PROVIDED ACCESS TO EACH SIGN UNIT AND SHALL

BE PROVIDED WITH APPROPRIATE TRAINING AND OPERATION INSTRUCTIONS

TO ENABLE ODOT PERSONNEL TO OPERATE AND TROUBLESHOOT THE UNIT,

AND TO REVISE SIGN MESSAGES, IF NECESSARY.

(THE  CONTRACTOR  SHALL  IMPLEMENT A SYSTEM WHEREBY CHANGEABLE

MESSAGES WILL BE IMPLEMENTED WITHIN __ HOURS FOLLOWING TELEPHONE

NOTIFICATION FROM THE PROJECT ENGINEER TO A DESIGNATED PHONE.)

CONFERENCE. THE SIGN SHALL HAVE THE CAPABILITY TO STORE UP TO 99

MESSAGE FOR EACH PHASE TO BE READ AT LEAST TWICE.

MESSAGES CHANGED AUTOMATICALLY AT DIFFERENT TIMES OF THE DAY FOR

DIFFERENT DAYS OF THE WEEK.

(THE PCMS SHALL CONTAIN A CELLULAR TELEPHONE DATA LINK WHICH WILL

PROGRAMS. THE SYSTEM SHALL ALSO PERMIT VERIFICATION OF CURRENT

THE PCMS UNIT SHALL BE MAINTAINED IN GOOD WORKING ORDER BY THE

CONTRACTOR IN ACCORDANCE WITH THE PROVISIONS OF CMS 614.07. THE

ARRANGEMENTS, WITH AN AUTHORIZED SERVICE AGENT FOR THE PCMS, TO

ASSURE PROMPT SERVICE IN THE EVENT OF FAILURE. ANY FAILURE SHALL

DEPARTMENT TAKING APPROPRIATE ACTION TO SAFELY CONTROL TRAFFIC.

THE ENTIRE COST TO CONTROL TRAFFIC, ACCRUED BY THE DEPARTMENT

MONEYS DUE, OR TO BECOME DUE THE CONTRACTOR ON HIS CONTRACT.

DURATION OF THE PHASES WHEN THE PLAN REQUIRES THEIR USE.

PAYMENT FOR THE ABOVE DESCRIBED ITEM SHALL BE AT THE CONTRACT

UNIT PRICE. PAYMENT SHALL INCLUDE ALL LABOR, MATERIALS, EQUIPMENT,

PERFORM THE ABOVE DESCRIBED WORK. THE CONTRACTOR SHALL ONLY BE

PAID FOR PCMS UNITS WHEN THEY ARE IN OPERATION ON THE PROJECT AS

SPECIFIED IN THE PLANS OR BY THE ENGINEER.

THE PROBABLE PCMS LOCATIONS WILL BE DETERMINED BY THE ENGINEER

PRIOR TO BEGINNING WORK ON THIS PROJECT. PLACEMENT, OPERATION,

ENGINEER. A LIST OF ALL REQUIRED PREPROGRAMMED MESSAGES WILL BE

MESSAGES. MESSAGE MEMORY OR PREPROGRAMMED DISPLAYS SHALL NOT

CONTRACTOR SHALL, PRIOR TO ACTIVATING THE UNIT, MAKE

WHICH WILL ALLOW THE SIGN TO BE ACTIVATED, DEACTIVATED OR

HOURS, INCLUDING WEEKENDS. FAILURE TO COMPLY MAY RESULT IN AN

CHANGEABLE MESSAGE SIGNS CAN BE FOUND ON THE ODOT WEBSITE BY

CLICKING ON THE SERVICES MENU, THEN CLICKING ON MATERIALS

DROP FROM A LOCAL UTILITY COMPANY.  PCMS TRAILERS SHALL BE

DELINEATED ON A PERMANENT BASIS BY AFFIXING CONSPICUITY TAPE

GIVEN TO THE CONTRACTOR AT THE PROJECT PRECONSTRUCTION

BE LOST AS A RESULT OF POWER FAILURES TO THE ON-BOARD COMPUTER.

THREE-LINE PRESENTATION FORMATS WITH UP TO SIX MESSAGE PHASES

THE SIGN LEGEND SHALL BE CAPABLE OF BEING CHANGED IN THE FIELD.

SHALL BE SUPPORTED.  PCMS FORMAT SHALL PERMIT THE COMPLETE

NOT RESULT IN THE SIGN BEING OUT OF SERVICE FOR MORE THAN 12

ORDER TO STOP WORK AND OPEN ALL TRAFFIC LANES AND/OR IN THE

DUE TO THE CONTRACTOR’S NONCOMPLIANCE, WILL BE DEDUCTED FROM

FLOODLIGHTING

THE LUMP SUM CONTRACT UNIT PRICE FOR ITEM 614 - MAINTAINING TRAFFIC.

PAYMENT FOR ALL LABOR, EQUIPMENT AND MATERIALS SHALL BE INCLUDED IN 

SATISFACTION OF THE ENGINEER BEFORE WORK PROCEEDS.

THE LIGHT PLACEMENT AND SHIELDING SHALL BE ADJUSTED TO THE 

AND OPERATIVE PRIOR TO COMMENCING ANY WORK.  IF GLARE IS DETECTED, 

DRIVE THROUGH THE WORK SITE EACH NIGHT WHEN THE LIGHTING IS IN PLACE 

THE FLOODLIGHT PLACEMENT, THE CONTRACTOR AND THE ENGINEER SHALL 

CAUSE GLARE TO THE DRIVERS ON THE ROADWAY. TO ENSURE THE ADEQUACY OF 

NIGHTTIME PERIODS SHALL BE ACCOMPLISHED SO THAT THE LIGHTS DO NOT 

FLOODLIGHTING OF THE WORK SITE FOR OPERATIONS CONDUCTED DURING 

WORK OPERATIONS

TIMES TO THE CLOSED LANES UNLESS OTHERWISE APPROVED BY THE ENGINEER.

VEHICLES, EQUIPMENT, WORKERS AND THEIR ACTIVITIES ARE RESTRICTED AT ALL

PREVENT ANY INTERFERENCE TO THE CONTINUOUS FLOW OF TRAFFIC.  ALL

THE CONTRACTOR SHALL ARRANGE CONSTRUCTION OPERATIONS SO AS TO

 

EQUIPMENT MUST MERGE WITH THE TRAFFIC STREAM.

TRAVEL WHERE PRACTICAL.  A FLAGGER SHALL BE USED WHERE THE CONTRACTOR’S

THE CONTRACTOR’S EQUIPMENT SHALL BE OPERATED IN THE DIRECTION OF

 

MATERIAL SPECIFICATIONS THE FOLLOWING SHALL APPLY:

IN ADDITION TO THE REQUIREMENTS OF SECTION 614 OF THE CONSTRUCTION AND 

REQUIRED

ITEM 614 - MAINTAINING TRAFFIC LANE CLOSURE/REDUCTION 

DEVICES SHALL BE COMMENSURATE WITH THE WORK IN PROGRESS.

PERMITTED. THE LEVEL OF UTILIZATION OF MAINTENANCE OF TRAFFIC 

REASONABLE TIME FRAME, AS DETERMINED BY THE ENGINEER, SHALL NOT BE 

SEGMENTS OF THE PROJECT IN WHICH NO WORK IS ANTICIPATED WITHIN A 

IMPACT TO THE TRAVELING PUBLIC. LANE CLOSURES OR RESTRICTIONS OVER 

THE APPROVAL OF THE ENGINEER.  IT IS THE INTENT TO MINIMIZE  THE 

LENGTH AND DURATION OF LANE CLOSURES AND RESTRICTIONS SHALL BE AT 

ITEM 614 - MAINTAINING TRAFFIC

TRAFFIC.

ALL MAINTENANCE OF TRAFFIC SIGNS ARE PAID UNDER ITEM 614 - MAINTAINING

 

COMPLIES WITH THE NECESSARY REQUIREMENTS.

FOR TRAFFIC, THE ENGINEER SHALL SUSPEND WORK UNTIL THE CONTRACTOR

AND SUCH FAILURE RESULTS IN A CONDITION AT THE WORK SITE WHICH IS UNSAFE

CONTROL AS SET FORTH IN THESE PLANS OR WITH PROVISIONS OF THE OMUTCD,

IF THE CONTRACTOR FAILS TO COMPLY WITH THE PROVISIONS FOR TRAFFIC

 

THEY ARE NOT APPLICABLE, WITH THE APPROVAL OF THE ENGINEER.

SUCH SIGNS SHALL BE COVERED OR REMOVED FROM THE VIEW OF TRAFFIC WHEN

SHALL BE ERECTED BEFORE ANY SUCH RESTRICTION IS PUT INTO EFFECT.  ALL

ALL ADVANCE WARNING SIGNS FOR ANY CONDITION WHICH RESTRICTS TRAFFIC

PLACEMENT OF ASPHALT CONCRETE (2 LANE SECTIONS)

ITEM 614 - MAINTAINING TRAFFIC:  GENERAL (WAY-585 4 LANE SECTION)

WORK.

DURING THE PERIOD FROM THE START OF WORK TO THE COMPLETION OF ALL 

PROJECT UNDER ITEM 614 ASPHALT CONCRETE FOR MAINTAINING TRAFFIC 

THE CONTRACTOR IS REQUIRED TO MAINTAIN ALL PAVEMENT THROUGHOUT THE 

 

PATROL. NIGHT WORK IS PERMITTED.

MAINTENANCE OF TRAFFIC OPERATIONS WITH THE LOCAL STATE HIGHWAY 

PROJECT. PRIOR TO BEGINNING WORK, THE CONTRACTOR SHALL COORDINATE THE 

THE ENGINEER AND RECEIVE APPROVAL BEFORE WORK IS STARTED ON THE 

THE CONTRACTOR SHALL SUBMIT, IN WRITING, A SCHEDULE OF OPERATIONS TO 

THE FOLLOWING REQUIREMENTS SHALL ALSO APPLY:

 

ITEMIZED ON THIS PLAN.

CONTRACT PRICE FOR ITEM 614 - MAINTAINING TRAFFIC UNLESS SEPARATELY 

LABOR, EQUIPMENT AND MATERIALS SHALL BE INCLUDED IN THE LUMP SUM 

DEVICES CURRENT EDITION WITH THE LATEST REVISIONS.  PAYMENT FOR ALL 

AND MAINTENANCE SECTION OF THE OHIO MANUAL OF UNIFORM TRAFFIC CONTROL 

PLAN DETAILS, STANDARD DRAWINGS, AND AS OUTLINED IN THE CONSTRUCTION 

WITH ITEM 614 AND OTHER APPLICABLE PORTIONS OF THE SPECIFICATIONS, 

TIMES.  ALL WORK AND TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE 

ONE 11’ LANE OF TRAFFIC IN EACH DIRECTION SHALL BE MAINTAINED AT ALL 

ASSISTANCE DURING CONSTRUCTION OPERATIONS

ITEM 614 - LAW ENFORCEMENT OFFICER WITH PATROL CAR FOR

AT THEIR OWN EXPENSE.

CONTROL OTHER THAN FOR THAT REQUIRED IN THESE PLANS, THEY MAY DO SO

IF THE CONTRACTOR WISHES TO UTILIZE LEO’S FOR FLAGGING AND TRAFFIC

LAW ENFORCEMENT AGENCY INVOLVED.

THE HOURS PAID SHALL INCLUDE MINIMUM SHOW-UP TIME REQUIRED BY THE 

40 HOURS (03/NHS/PV)

120 HOURS (04/STR/BR)

ITEM 614 - LAW ENFORCEMENT OFFICER WITH PATROL CAR FOR ASSISTANCE 

THE GENERAL SUMMARY:

ASSISTANCE.  THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO 

BASIS UNDER ITEM 614 - LAW ENFORCEMENT OFFICER WITH PATROL CAR FOR 

MAINTENANCE TASKS ABOVE SHALL BE PAID FOR ON A UNIT PRICE (HOURLY) 

LAW ENFORCEMENT OFFICERS WITH PATROL CAR REQUIRED BY THE TRAFFIC 

330-264-0575

WOOSTER, OH 44691

1786 DOVER ROAD

STATE HIGHWAY PATROL

LISTED BELOW:

PROVIDE 72 HOURS ADVANCE NOTICE AS REQUIRED BY THE HIGHWAY PATROL 

THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR THESE SERVICES AND 

THE MOTORIST IS APPROPRIATE.

MOTORIST’S ACTIONS ARE CONSIDERED TO BE RECKLESS, THEN PURSUIT OF 

APPREHEND MOTORISTS FOR ROUTINE TRAFFIC VIOLATIONS. HOWEVER, IF A 

LEO’S SHOULD NOT FORGO THEIR TRAFFIC CONTROL RESPONSIBILITIES TO 

CONTRACTOR AT THE END OF HIS/HER SHIFT.

TWO WAY COMMUNICATION DEVICE WHICH SHALL BE RETURNED TO THE 

THE OHIO REVISED CODE. THE CONTRACTOR SHALL PROVIDE THE LEO WITH A 

OFFICIAL PATROL CAR SHALL BE A PUBLIC SAFETY VEHICLE AS REQUIRED BY 

THE PROJECT ENGINEER SHALL HAVE CONTROL OVER THEIR PLACEMENT.  THE 

FOR THEIR ACTIONS.  ALTHOUGH THEY ARE EMPLOYED BY THE CONTRACTOR, 

EMPLOYED BY THE CONTRACTOR AND THE CONTRACTOR SHALL BE RESPONSIBLE 

INTENDS THAT FLAGGERS BE USED.  THE LEO’S ARE CONSIDERED TO BE 

LAW ENFORCEMENT OFFICERS (LEO’S) SHOULD NOT BE USED WHERE THE OMUTCD

DURING A TRAFFIC SIGNAL INSTALLATION.

COMPLETE BLOCKAGE OF TRAFFIC IS REQUIRED.

DURING THE ENTIRE ADVANCE PREPARATION AND CLOSURE SEQUENCE WHERE 

ARRANGEMENTS ARE INITIATED.

SUBSTANTIAL SHIFTS OF A CLOSURE POINT OR WHEN NEW LANE CLOSURE 

FOR LANE CLOSURES: DURING INITIAL SET-UP PERIODS, TEAR DOWN PERIODS, 

TRAFFIC FOR THE FOLLOWING TASKS AS DIRECTED BY THE ENGINEER:

MOUNTED EMERGENCY FLASHING LIGHTS) SHALL BE PROVIDED FOR CONTROLLING 

UNIFORMED LAW ENFORCEMENT OFFICER (AND OFFICIAL PATROL CAR WITH 

THE OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (OMUTCD), A 

IN ADDITION TO THE REQUIREMENTS OF CMS 614 AND THE LATEST EDITION OF 

30 DAY (05/NHS/BR)

30 DAY (03/NHS/PV) 

ITEM 614 - PORTABLE CHANGEABLE MESSAGE SIGN, AS PER PLAN 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR 24-HOUR-PER-DAY

OPERATION AND MAINTENANCE OF THESE SIGNS ON THE PROJECT FOR THE

AND PROGRAMMED MESSAGES. ONE REMOTE DATA INPUT DEVICE (LAPTOP COMPUTER

PLUS MODEM OR EQUIVALENT) SHALL BE FURNISHED FOR USE BY THE DISTRICT

TRAFFIC ENGINEER, OR EQUIVALENT, AND SHALL BE INSURED AGAINST THEFT.)

(03/NHS/PV)        7 CU YD

(02/S<2/PV)        3 CU YD

(01/STR/PV)        15 CU YD

ITEM 614 - ASPHALT CONCRETE FOR MAINTAINING TRAFFIC
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