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See 

CABINET GENERATOR POWER PANEL

ELECTRICAL HOOKUP DETAIL FOR THE CONTROLLER 

  visibility from the adjacent roadway when all cabinet and generator panel doors are closed.

        EXTERNAL LINE VOLTAGE INDICATOR LIGHT shall be located on the enclosure exterior for

NOTE:  EXTERNAL LINE VOLTAGE INDICATOR LIGHT required when called for in the plans.

See Detail "A"

(Note 6)

Keyhole Cover 

See Detail "B"
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DPDT GEN/POWER RELAY

SCHEMATIC OF THE H.D. 

DETAIL "C"

   aluminum or brass cover with top pivot pin.

6. Keyhole shall be covered with a movable circular

   corrosive-resistant material.

5. The hinge shall be of stainless steel or equivalent

   touching the cabinet.

   sealed with a high quality silicon caulk at all surfaces

   the controller cabinet with non-accessible bolts and

4. The enclosure shall be mounted onto the outside of

   to prevent moisture from entering the enclosure.

3. The door shall be sealed with a foam rubber gasket

   keyed with the standard flasher door skeleton key.

2. The lock shall be the standard police door type,

   alumimum.

1. The enclosure shall be constructed of 1/8" thick

:NOTES

MATERIAL SPECIFICATIONS FOR BBS GENERATOR POWER PANEL EQUIPMENT

lens.

EXTERNAL LINE VOLTAGE INDICATOR LIGHT - The indicator light shall be a 1" waterproof NEMA 4X or IP66 LED lamp with a green

proper size per N.E.C.

amperage shall be increased to accomodate greater loads, if necessary. The gauge of the power cable shall be of 

LINE VOLTAGE CIRCUIT BREAKER - The circuit breaker shall be single pole single throw and a minimum of 30 amps. The 

LINE VOLTAGE INDICATOR LIGHT - The indicator light shall be 125V AC light emitting diode with a red lens.

The switch shall be a Hubbell catalog #1388.

LINE VOLTAGE GENERATOR SWITCH - The switch shall be 30 amp, 125/250V AC, two (2) pole, three (3) position (On, Off, On).

number L14-30-P 30A 125/250 V specification. The inlet shall be a Hubbell catalog #2715.

GENERATOR INLET - The inlet shall be 30 amp, 125/250V, locking, four (4) wire grounding and meet the NEMA configuration
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TS-1 60 24 1.23

TS-2 70 36 2.16

2070/170 50 36 1.54

See Note 3

See Note 3

See Note 4

See Note 4
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6. See SCD TC-83.20 for further details.

   be used between foundations and adjacent paved areas.

5. 1/2" preformed joint filler as per CMS 705.03 shall

   schedule 40 PVC shall be installed in each foundation.

   shall be as shown in the plan, except that a �"

4. The size, number, and orientation of conduit ells

   ations.

   be in accordance with the manufacturer’s recommend-

3. The size, number, and location of anchor bolts shall

   guardrail spacing, etc. 

   provide adequate access with respect to slope, 

   placement for a NEMA cabinet varies, placement should

   Construction Drawing (SCD) TC-83.20). The UPS

   the pull box on a 332/336 cabinet (per Standard

2. The UPS should be placed on the opposite side of

   cable between the UPS unit and signal cabinet.

   be responsible for providing the necessary power

   cabinet and sealed with silicone. The Contractor shall

   shall be mounted flush up against the traffic signal

1. The Uninterruptible Power Supply (UPS) enclosure

:NOTES

W

(IN.)

D

(IN.)

FOUNDATION 

CONCRETE

(CU. YD.)
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