FIELD OFFICE: |

The contractor shall provide a suiteble Field OFffice’ for the ex-
clusive use of the engrrneer ond inspectors assigred fothis pro-
Ject This office shall have a minimurm of 200sgft of floor soace ond
so arranged equipped and lighted that the State employees will have a
convenient place or making the necessary records, efe. ond have a saf
place for sforage of eguipmment, plans ang necessary suppiies. The corn-
tracfor shall have a felechone /rnsialled end mainfained during consiruct
ton of this prgject. When the work s in progress during cold wealher, the
office shall be heoted 7o a femperaiure of at Jeast seventy (707 degrees
Fforenhert (See section $-0.0/ (b) of the Conshuction and WNaterial
Specificalions) .

DT TY ADJUSTMENT: |
Any and all work reguired for Public or Private Utilities will be
done "hy and at the expense of Their respective owners,

TRAFETC
Tralfic <shall be mointoined ot all Hmes rn accordance with
sectiorn G-807 of the Corstruction and Moferial Specifications,

Superelevated curves shall be built without crown. 7The crown
shall be worked out of the povemen? in that portion beltweern the
beginning of the transition and the pornt where the superelevation
eguals Twice the crown.

T~90

Suitable brick removed from the existing pavement may be used
to construct the brick wearing course.

Mastic or natural asphaltic™ limestone cushion shall be used.

LOCATION & SI&E OF EXISTING PIRE .

The localion, Iype, deoth & size of all existing pupes are shown as near
exact as the available information will permiit The State of Ohio will not be
responsible for arny variations found during construction.

Poyrment for p/pe removed will be made "according to the Listing
shown on these plons.

BRI RE REMQOVAL

Frpe listed 7fo be removed ond stored wunder Iftermn E=/2 shal/
be houled Yo the Stole Highway Garage on Stafe Roule 73, 7wo
miles north of middleiown,

SILT:

Excavared material and borrow of which the grain size of
507 or more /s berweers 0.074 m m and QCO0O5 mim(Stote +High-
way Testing Laboratory method of ftesfing) shal/ be placed of
least 3 fee? below rhe paverment when wused in  embankment

GUARD RAIL. REMOVAL:

The disposition of guard rail to be removed and sfored under
fterm I-15 sholl be as Follows.

Existing quard rail listed from Sta 52+38 to Sto 55+25L1on
proposed” center line Sta. 59+20 to Sla, @0+ 97(t. on traverse /ine
Sta 65+5450 to Sta 66+46.5C L1 on traverse line and Sta 74+695
‘o Sta. 76 +84.5 LT on traverse /ine,sholl be removed and hauled
fothe Sfale Highway Garwge on Slofe Route 73, Two rmiles north
of Middletown.

The remoining guard rail /isted tobe removed and stored is /n two
parallel lines from Sta. 6/+03 fo Sta 77+82.67 Rt on traverse /line and
consists of 196 Z2xd” posts and 87 5x6 posts set /i concrele |, and
@ /ine of plank guard roil from St 68+03 fo Sto ¢9+/2 L} on traverse
line

The guard rail meniioned in the above parogroph shall be stored
on the Right of Way at the disposal of Butler County.

All posts sel in concrefe may erther be removed enlirely or sawed
off" not rmore than two inches “above the concrefe,

CLASSIFIED EMBANKMENT MATERIAL :

It" material enrncountered /n Roadwoy Excavation Iferr £-| or Channel
Excavation Item E-3, /s defermined (by /oborafory fests) as beirng
suitable foruse as Classified Embonkment Moterial enowuch of this
Malterral (approx. 2312 Cuyd) fo complete this Item shall be s tock piled
/n such a manner as 1o be availoble for use when the #ill hos bHeer
completed Yo the elevation af which the blankel course /s o be
construcied. This maferial will then be wvsed /n ploce of the Class/fred
Embankment Malerial Item SS5-//12 as showrn on the plans and this
lferr will be ror-performed,

FPayment for the above /s included in the price bidd per cubic
yard for Roadwoy Excavetion ITrerm E-1 or Chanmel Fxcavatior Ifem
£-3.

FED. RO, ] FISCAL
PIST. NO,| DTATE PROJECY | vear

it e -

OHiQ HILF /947

LYSPOSAL S -

Existing brick weoring cowrse /isted o be removed ond stored
vnder Iterm £-8 shol// be bouv/ed ro Fthe Stale frghweoy Goroge
on Stote RLoufe 73, Fwo miles North of Ao /etfowrn, Ohro.

The ex/siing concrefe bose ond concrete povement. /isted For
removal/ ond oisposal wnder Iirem E—E moy be vsed For rhe
construction of Tyee A Rprop modified ond Dumped Lock Fr//
Trem I-/0, /¥ #he Corntrocrfor so elects.

Brofker mosonry ond corncrete removed wnoer IFtem S-24
ond, concrefe bose, concrete povemen? ond comcrete curd
ond gutter removed wnder Item £-~8 ond nort regurred For Fhe
construction of Type A" Lprop modifred ond Dumped Fock
Fill Ttem I-/0,shall be(l¥, (2] ploced’ nreorly olong rhe Foe of Fhe
roodweoy Slopes Fo corform with lines showrn on Fhe <cross
sections ond os oirected by Fhe Lngrneer, ond (3) vsed Sor
chornne/ emborkmen? in the chonne/ o Stotion T5r82 Fo
conform with Jines showrn on Fhe Chornne/ Sections.

Cermarining Meteria! from any of the cbove ITrems fogetber writh
waoste maoterial From Roodwey Lxcavealion Irtem -/ ond
Channe!/ Excovertion JJrem -3 sho/l be vsed Fomobe o
paortiol #ll on the Future propesed centerliine os shown on Fhe
Cross Seclions. ** |

Poyment tor the obove rs included sn tpe price b7 per square
yord for Pemove! ond Storoge of  Loxisting Brict Weoring
Course, Pemova/ and Oisposal of £x/57/ng Concrere Bose,
BPemove! one 0/15;,005@/ of Loxrsting Concretfe Fovemenr T/em £86,
the price bid o&r /inero/ foof for Lemove! ond Orsposc/ oFf
Existing Copncrere Cord ond Gurfer Item £-8 ond rHe Lump
Swm bio For RLemoving Lxisting Stroctures Item S-24

(1%) The /fem of f7//ing of holes under exristing bridge os showr on cross
section sheelts N2 35 fo L0 shall have First priorify on the broker rmasonry and
concretfe removed wunder Ifem S-24 ond lrem £-8.

**Spanare/ 77/ malerio/ shall be used fo backiTW holes as showrr on Sheels
NE35 fo 40 and Fo consirucl roaoway embanirrnent.

Broken masonry oblzinea’ by ex/sting structure ond paverment resmove/ and
used i rock fill shall be o o size 7tha? corn be incorporofed in 3 A 1iFs.

TYPE A RIPRAP MODIFIED (GROUTED)

dection I-10.03 stone riprap, type A is modified as follows -
Riprap shall be laid with the flat surface roughly parallel with the face of
the fill slope. The minimum thickness of riprap shall be 7% inches. Individual
pieces of riprap material shell have o volume of one cu. ft. or more. All
other provisions of this section shall remain in effect.




