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UTILITIES

THERE ARE NO UNDERGROUND UTILITIES SHOWN ON THIS PLAN.
THE NATURE OF THE WORK REQUIRED BY THIS PROJECT SHOULD
NOT AFFECT ANY KNOWN UNDERGROUND UTILITIES THAT EXIST
UNDER OR ADJACENT TO THE WORK AREA. BELOW IS A LIST OF
UTILITIES LOCATED WITHIN THE WORK AREA AND IT IS THE RE-
SPONSIBILITY OF THE CONTRACTOR TO CONTACT OWNERS AND
VERIFY LOCATIONS

SPRINT NATIONAL GAS & OIL CORP.
UNITED TELEPHONE CQ. 1500 GRANVILLE ROAD
3801 ELM ROAD P.0. BOX 4970
WARREN, OH 44483 NEWARK, OH 43055
ATTN: ROBERT MORAN R/W ATTN: MONICA MEGYESI ATTN: DAVE DETTY
I-800-846-6642 (330)1-841-1214 (740) 344-2102

ooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooo

EAST OHIO GAS CO. AMERITECH OF OHIO LICKING RURAL ELECTRIC CO-OP
7015 FREEDOM AVE. NW 50 E. GAY ST. RM. 6C P.0. BOX 455

NORTH CANTON, OH 44720-T38] COLUMBUS, OH 43215 UTICA, OH 43080-455

ATTN: MAUREEN CODY ATTN: MIKE KELLNER ATTN: STEVE WILLIAMS

(330) 497-5136 (614) 223-8535 (T40) 745-5075 EXT. 233

OHIO OIL GATHERING CORP.
P.0. BOX 377
FRAZEYSBURG, OH 43822

-------------------------------------------------------------------------------

COLUMBIA GAS TRANSMISSION CORP
301 MAPLE STREET P.0. BOX 330
SUGAR GROVE, OH 43155

ATTN: JOHN RADER PROP./ RELOC.
(614) 746-2279

COLUMBIA GAS OF OHIQ, INC.
6901 AMERICANA PARKWAY
REYNOLDSBURG, OH 43068
ATTN: SEAMUS MULLIGAN
(614) 868-5230

--------------------------------------------------------------------------------

AEP (OHIO POWER COMPANY)
P.0, BOX 3|

ZANESVILLE, OH 43702-03I
ATTN: PAUL PAXTON

(614) 455-4736

AEP {COLUMBUS & SOUTHERN OHIQ ELECTRIC)
215 N. FRONT STREET

COLUMBUS, OH 43215

ATTN: ROD SLONEKER

(6l4) 464-7397

NOTIFICATION OF ROAD CLOSURE OR
RESTRICTION

IN ORDER FOR ODOT TO PROPERLY PERMIT OVERSIZE LOADS, PREPARE PROPER
SIGNING WHEN REQUIRED AND FURTHER TO NOTIFY THE GENERAL MOTORING PUBLIC,
THE CONTRACTOR SHALL NOTIFY (IN WRITING) THE DISTRICT 5 HIGHWAY MANAGEMENT
ADMINISTRATOR WITH COPIES FOR THE DISTRICT 5 ROADWAY SERVICES MANAGER AND
PROJECT ENGINEER NOT LESS THAN 2{DAYS BEFORE SUCH CLOSURE OR LANE
RESTRICTIONS.

SEND NOTIFICATION T0O:

DISTRICT 5 HIGHWAY MANAGEMENT ADMINISTRATOR
P.0. BOX 306

JACKSGNTOWN, OH. 43030

PHONE: (614) 323-4400 EXT. 524

FEATHERING

FEATHERING OF THE ASPHALT CONCRETE WHERE REQUIRED SHALL BE ACCORDING TO
DRAWING BP-3.IM, 10-28-94.

PLAN NQO.

CALCULATED
LME
TJD

PAVEMENT MARKING

STOP LINES, CROSSWALK LINES, CHANNELIZING LINES, TURN ARROWS, ETC., SHOWN
ON THE PLAN ARE TAKEN FROM EXISTING MARKINGS. IT SHALL BE THE RESPONSI-
BILITY OF THE CONTRACTOR TO PLACE NEW PAVEMENT MARKINGS AS NEAR AS
POSSIBLE TO THE EXISTING LOCATIONS UNLESS OTHERWISE DESIGNATED BY THE
ENGINEER.

ITEM oelI7, COMPACTED AGGREGATE, TYPE A,
AS PER PLAN

ALL AGGREGATE SHALL BE 100% CRUSHED LIMESTONE. ALL QUALITY REQUIREMENTS
EXCEPT SHALE SHALL BE WAIVED. OTHER GRADATION REQUIREMENTS SHALL BE AS
SPECIFIED EXCEPT THE PLASTICITY INDEX SHALL BE WAIVED.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND
PROFILE OF THE EXISTING PAVEMENT. THE PROFPOSED ASPHALT CONCRETE OVERLAY
SHALL HAVE A UNIFORM THICKNESS OF 7emm.

TACK COAT

THE RATE OF APPLICATION OF THE 407 TACK COAT SHALL BE SUBJECT TO
ADJUSTMENT AS DIRECTED BY THE ENGINEER. PLAN QUANTITIES INDICATE AN
AVERAGE APPLICATION RATE OF 0.34 LITERS PER SQUARE METER FOR ESTIMATING
PURPOSES ONLY.

TACK COAT FOR INTERMEDIATE COURSE

THE RATE OF APPLICATION CF THE 407 TACK COAT FOR INTERMEDIATE COURSE
SHALL BE SUBJECT TO ADJUSTMENT AS DIRECTED BY THE ENGINEER. PLAN
QUANTITIES INDICATE AN AVERAGE APPLICATION RATE OF 0.23 LITERS PER
SQUARE METER FOR ESTIMATING PURPOSES ONLY.

LIQUIDATED DAMAGES FOR EXCESSIVE TIME
BETWEEN PLANING AND PAVING

NO MORE THAN 21 CALENDAR DAYS SHALL ELAPSE BETWEEN THE TIME THE
PAVEMENT PLANING OPERATION COMMENCES AND THE APPLICATION OF THE
ITEM 448, ASPHALT CONCRETE-LIQUIDATED DAMAGES, AS DISCRIBED IN
SECTION 108.07 OF THE STATE OF OHIO CONSTRUCTION AND MATERIAL
SPECIFICATIONS, WILL BE DEDUCTED FROM ANY MONEY DUE THE CONTRACTOR
FOR ALL DAYS IN EXCESS OF THE TIME LIMITS DESCRIBED ABOVE.

GENERAL NOTES
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BUTT JOINT

A BUTT JOINT WILL BE REQUIRED AT THE LOCATIONS LISTED IN THE

TABLE BELOW. AFTER THE JOINT IS CONSTRUCTED,

THE DROP OFF

CREATED SHALL BE MINIMIZED BY TEMPORARILY FILLING THE VOID
TO WITHIN AT LEAST 25 mm OF THE EXISTING ROADWAY SURFACE.
REMOVAL OF THE WEDGE SHALL BE INCIDENTAL TO ITEM 614

BITUMINOUS CONCRETE FOR MAINTAINING TRAFFIC

S8ELOW).

23 M

Omm—\

|
WEARING COURSE REMOVED ‘ /

A

ITEM &14 BITUMINOUS CONCRETE
FOR MAINTAINIG TRAFFIC (TO BE
REMOVED ONLY PRIOR TO RESURFACING)

DEPTH OF BUTT JOINT
SHALL BE EQUAL TO
TOTAL RESURFACING

(SEE DETAIL

THICKNESS (UNLESS [ 6 M
OTHERWISE SHOWN)
P _ 614-BIT.CONC.
A |ROUTE| SLM DESCRIPTION co%%ZSEWEéagSED FOR MAINTAINING
R TRAFFIC
T SQ.M. CU.M.
T [0S 62| 0.000 BEGIN WORK 75 N
| s 62 17.010 W. APPROACH SLAB 210 |.4
[ US 62| 29.757 | E. APPROACH SLAB 56 3
| s 62 29.997 EAST E/P S.R. I3 210 |.4
1 US 62| 33.280 END WORK 210 14
| s 62 TOTALS 1001 6.6

ESTIMATED QUANTITIES CARRIED TC THE GENERAL SUMMARY

I[TEM 608 CURB RAMP, TYPE

CURB RAMPS SHALL BE INSTALLED AT THE FOLLOWING LOCATIONS IN
ACCORDANCE WITH STANDARD CONSTRUCTION DRAWING BP-T.IM, 10-28-94.
2 @ INTERSECTION OF US 62 & OREGON ST.
2 @ INTERSECTION OF US 62 & SR 37
FINAL LOCATION SHALL BE AS DIRECTED BY THE ENGINEER.
THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY
ITEM 608 CURB RAMP, TYPE | 4 EACH

MAX.

PLAN NO.

WEARING COURSE REMOVED, AS PER PLAN

THIS ITEM SHALL CONSIST OF REMOVING THE ASPHALT WHICH HAS HEAVED UP AT THE
JOINTS ON USR 62 BETWEEN S.R. I3 AND KNOX CO. TO CREATE A SMOOTH SURFACE
BEFORE RESURFACING (SEE DETAIL BELOW). REPLACEMENT MATERIAL SHALL BE ITEM

301 BITUMINOUS AGCREGATE BASE AND SHALL BE INCLUDED IN THE UNIT PRICE BID FOR
ITEM 202 WEARING COURSE REMOVED, AS PER PLAN. THE AREAS WHERE WORK IS TO BE
PERFORMED SHALL BE IDENTIFIED BY THE PROJECT ENGINEER.

AN ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
WORK DESCRIBED ABOVE.

ITEM 202 WEARING COURSE REMOVED, AS PER PLAN PART |- 1000 SQ.METER

—= 18 M [—

I 5 mm TO 150 mm
AS DIRECTED BY ENGINEER

ITEM ©14 WORK ZONE MARKING SIGNS

A QUANTITY OF WORK ZONE MARKING SIGNS HAS BEEN CARRIED TO THE GENERAL
SUMMARY TO BE USED AS DIRECTED BY THE ENGINEER.

WORK ZONE MARKING SIGNS PART |
OW-167 (NO EDGE LINES) 14
OW-168 (UNMARKED NO PASSING ZONE) 14
OW-128 (BEGIN ROAD CONSTRUCTION AHEAD) 40
0C-8 (END ROAD CONSTRUCTION] 40
TOTAL 108

I[TEM 606 RAISING TYPE 5 GUARDRAIL

TYPE 5 GUARDRAIL AT THE LOCATIONS LISTED BELOW SHALL BE RAISED IN ACCORDANCE
WITH STANDARD CONSTRUCTION DRAWING GR-2.IM, II-30-94.

SOUTHEAST RUN AT BRIDGE LIC-62-03846  34.3 METER

SOUTHWEST RUN AT BRIDGE LIC-62-17011  125.7 METER

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY
ITEM 806 RAISING TYPE 5 GUARDRAIL 60 METER

CHECKED
TJD

TALCULATED
LME

GENERAL NOTES
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RESIDENCE AND COMMERCIAL DRIVES

AN ESTIMATED QUANTITY OF ITEM 448 ASPHALT CONCRETE HAS BEEN INCLUDED
IN THE PLAN TO BE USED AS DIRECTED BY THE ENGINEER TO PAVE APPROACH
AREAS TO EXISTING DRIVEWAYS. PAVING SHALL EXTEND 3 METERS INTO THE
DRIVEWAY, MEASURED FROM THE EDGE OF THE PAVEMENT, OR PAVED BERM.
FIELD DRIVES AND OIL WELL DRIVES WILL NOT BE PAVED.

ANY GRADING OF EXISTING DRIVES, TACK OR PRIME COAT, ALL MATERIAL, LABOR,
EQUIPMENT, TOOLS AND INCIDENTALS NECESSARY TO COMPLETE WORK ON DRIVES
SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEM 448 ASPHALT CONCRETE,
SURFACE COURSE, TYPE I, PG 64-22 (DRIVEWAYS).

PAVING OF THE MAINLINE SHALL BE COMPLETED BEFORE THE WORK DESCRIBED
ABOVE SHALL BEGIN ON DRIVES.

THE QUANTITY SHOWN BELOW HAS BEEN CARRIED TO THE GENERAL
SUMMARY FOR THE PURPOSE DESCRIBED ABOVE.

ITEM 448 ASPHALT CONCRETE SURFACE COURSE, TYPE i, PG 64-22(DRIVEWAYS)
PART |- 2i0 CU.METER

MAIL BOX TURN QUTS

A QUANTITY OF ASPHALT CONCRETE HAS BEEN PROVIDED IN THE PLAN TO COVER
MAIL BOX TURN OUTS. TURN OUTS SHALL BE PAVED AS SHOWN IN THE DETAIL IN
DRAWING BP-4.IM, 10-28-94.

ANY EXTRA GRADING OF THE SHOULDERS, PRIME OR TACK COAT, MATERIALS,
LABOR, EQUIPMENT TOOLS AND INCIDENTALS NECESSARY TO COMPLETE MAIL BOX
TURN OUTS SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEM 448 ASPHALT
CONCRETE INTERMEDIATE COURSE, TYPE 2, PG 64-22 AND ITEM 448 ASPHALT
CONCRETE SURFACE COURSE, TYPE I, PG 64-22.

QUANTITIES CARRIED TO GENERAL SUMMARY

ITEM PART |

448 ASPHALT CONCRETE INTERMEDIATE COURSE, 130
TYPE 2, PG 64-22 CU.METER

448 ASPHALT CONCRETE SURFACE COURSE, 94
TYPE I, PG 64-22 CU.METER

PLAN NO,

ITEM 253 - PAVEMENT REPAIR, AS PER PLAN

AN ESTIMATED QUANTITY FOR PAVEMENT REPAIR HAS BEEN INCLUDED IN THE
PLAN TO BE USED AS DIRECTED BY THE ENGINEEER WHERE THE EXISTING
PAVEMENT HAS DETERIORATED. FINAL LOCATIONS OF PAVEMENT REPAIR SHALL

BE DETERMINED BY THE ENGINEER AT THE TIME OF CONSTRUCTION. DEPTH OF
EXCAVATION SHALL BE AN AVERAGE OF 150 mm. AFTER EXCAVATION HAS BEEN
COMPLETED, THE FACE OF THE REPAIR SHALL BE COATED WITH ITEM 407 TACK
COAT. REPLACEMENT MATERIAL WILL BE 150 mm OF ITEM 30| BITUMINOUS
AGGREGATE BASE (PLACED AND COMPACTED IN TWO LIFTS OF EQUAL THICKNESS).
IF DURING EXCAVATION UNSUITABLE SUBBASE MATERIAL IS ENCOUNTERED, IT
SHALL BE REMOVED AS DIRECTED BY THE ENGINEER AND REPLACED WITH ITEM
301 BITUMINOUS AGGREGATE BASE. ALL EXCAVATION NEEDED TO ACHIEVE THE
PROPER SLOPES FOR DRAINAGE ON BERMS AND ALL MATERIALS, LABOR, EQUIPMENT,
TOOLS AND INCIDENTALS NEEDED TO COMPLETE THE WORK DESCRIBED ABOVE
SHALL BE PAID FOR UNDER ITEM 253 PAVEMENT REPAIR, AS PER PLAN. AFTER
ALL PAVEMENT REPAIR HAS BEEN ACCCMPLISHED, THE ENTIRE SURFACE WILL BE
OVERLAID WITH 44mm OF ITEM 448 ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE 2, PG 64-22 AND 32mm OF ITEM 448 ASPHALT CONCRETE SURFACE COURSE,

TYPE [, PG 64-22.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY
FOR THE ABOVE DESCRIBED PURPOSE.

ITEM 253-PAVEMENT REPAIR, AS PER PLAN 100 SQ.METER (PART I

SHOULDER RESTORATION

IN ORDER TO PROVIDE POSITIVE DRAINAGE FROM THE ROADWAY SURFACE TO
THE SHOULDER BREAK, THE EXISTING ROADWAY SHCULDERS SHALL BE GRADED
AND SHAPED USING A GRADER OF ADEQUATE SIZE TO PERFORM THE WORK TO
THE SATISFACTION OF THE ENGINEER. PAYMENT FOR ALL OF THE ABOVE
GRADING AND SHAPING WORK, INCLUDING LABOR AND INCIDENTALS, SHALL BE
THE UNIT PRICE BID FOR ITEM SPECIAL - GRADER RENTAL, AND SHALL BE
PAID FOR THE ACTUAL NUMBER OF GRADER HOURS WORKED.

ALL EXCESS MATERIAL REMAINING AROUND GUARDRAIL AND OTHER AREAS AFTER
THE GRADER WORK IS COMPLETED AND NCT DISPOSED OF ON THE SITE, SHALL
BE REMOVED AND DISPOSED OF BY THE CONTRACTOR. PAYMENT FOR ALL OF THE
ABOVE REMOVAL WCRK SHALL BE PAID FOR AT THE UNIT PRICE BID FOR ITEM
SPECIAL - LOADER RENTAL, AND SHALL BE FOR THE ACTUAL NUMBER OF LOADER
HOURS WCRKED. ANY OTHER EQUIPMENT, LABOR OR INCIDENTALS REQUIRED TO
COMPLETE THIS ITEM SHALL BE INCLUDED THEREIN FOR PAYMENT.

THE FOLLOWING ESTIMATED QUANTITIES HAVE BEEN INCLUDED IN THE GENERAL
SUMMARY FOR THE ABOVE PURPOSES.

ITEM SPECIAL PAiRT
GRADER RENTAL (HOURS) 33
LOAGER RENTAL (HOURS) 17

CALGLLATED
LME
CHECKED
TJD

GENERAL NOTES
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RAISED PAVEMENT MARKER REMOVED
FOR STORAGE, AS PER PLAN

REMOVAL OF RAISED PAVEMENT MARKERS SHALL CONFORM WITH SECTION NO. 202.07|
IN THE CONSTRUCTION AND MATERIAL SPECIFICATIONS MANUAL EXCEPT FOR THE
FOLLOWING:

AFTER PAVEMENT MARKERS HAVE BEEN REMOVED BY THE CONTRACTOR, HE WILL THEN
BE RESPONSIBLE TO TAKE THE REMOVED MARKERS TO A STATE GARAGE THAT WILL BE
DESIGNATED BY THE ENGINEER. THE PROJECT ENGINEER SHALL GIVE THE COUNTY
MANAGER 24 HOUR NOTICE PRIOR TO DELIVERY AND THE PROJECT ENGINEER SHALL BE
RESPONSIBLE FOR FURNISHING ALL NECESSARY TRANSFER DOCUMENTATION WITH ALL
DELIVERIES.

PAYMENT FOR ALL WORK DESCRIBED ABOVE SHALL BE PAID FOR UNDER ITEM 202
RAISED PAVEMENT MARKERS REMOVED FOR STORAGE, AS PER PLAN.

PART | - 35 EACH
TOTAL CARRIED TO GENERAL SUMMARY

ITEM 604 MANHOLES, CATCH BASINS, AND ITEM 638 WATER
VALVE BOXES ADJUSTED TO GRADE

SEWER MANHOLES, CATCH BASINS AND WATER VALVE BOXES THAT ARE TO BE
ADJUSTED TO GRADE ARE LISTED BELOW. THESE NUMBERS ARE TAKEN FROM
FIELD COUNTS. HOWEVER, THE ACTUAL NUMBER THAT ARE TO BE ADJUSTED
TO GRADE WILL BE DETERMINED BY THE ENGINEER AT THE TIME OF CON-
STRUCTION, PAYMENT SHALL BE FOR THE ACTUAL NUMBERS OF EACH ITEM
THAT ARE ADJUSTED TC GRADE AS DETERMINED BY THE ENGINEER.

WHEN ADJUSTING MANHOLES EXTREME CARE SHALL BE TAKEN WHEN REMOVING
CONCRETE, SO AS NOT TO DAMAGE MANHOLE COVERS AND FRAMES. MANHOLES
SHALL BE ADJUSTED USING CONCRETE SHOWN IN DRAWING BP-3.IM, 10-28-94.
WHEN ADJUSTING MANHOLES, CATCH BASINS, AND WATER VALVE BOXES ALL
MATERIALS, LABOR, EQUIPMENT, TOOLS, ASPHALT, INCIDENTALS, AND REMOVAL
OF EXISTING CONCRETE AND BRICKS SHALL BE PAID FOR UNDER EACH ITEM AS
SHOWN ON THE GENERAL SUMMARY.

ANY GAS VALVE BOXES AND TELEPHONE COMPANY MANHOLES ON THE
PROJECT SHALL BE ADJUSTED TO GRADE BY THE RESPECTIVE OWNERS.

PART | ITEM 638 VALVE BOX ADUUSTED TO GRADE - Il EACH
PART | ITEM 604 MANHOLE ADJUSTED TO GRADE - 5 EACH
PART | ITEM 604 CATCH BASIN ADJUSTED TO GRADE 3 EACH

PLAN NO.

ITEM 604 - CATCH BASIN RECONSTRUCTED
TO GRADE, AS PER PLAN

CATCH BASINS SHOWN BELOW SHALL BE RECONSTRUCTED TO GRADE AS WRITTEN

IN THE CMS MANUAL EXCEPT FOR THE FOLLOWING:

ALL FRAMES, GRATES, CONCRETE, BRICKS, MORTAR, MATERIALS, LABOR, TOOLS

AND INCIDENTALS NECESSARY TO RECONSTRUCT CATCH BASINS SHALL BE PAID

FOR UNDER ITEM 604 CATCH BASIN RECONSTRUCTED TO GRADE, AS PER PLAN.
WALLS OF CATCH BASINS SHALL BE REMOVED BEYOND THE POINT OF DETERIORATION.
IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PERFORM A FIELD
INSPECTION PRIOR TO BIDDING AND CONSTRUCTION OF THIS PROJECT IN CRDER

TO ESTIMATE QUANTITIES OF CONCRETE NEEDED AND SIZES OF FRAMES AND GRATES.
WHEN THE CATCH BASIN {S BEING CONSTRUCTED IT SHALL BE CLEANED FREE OF ALL
DEBRIS; IF WALLS OF CATCH BASINS NEED TC BE REMOVED BELOW EXISTING WINDOWS,
INLET OR OUTLET PIPES, PROPOSED WALLS SHALL BE CAST-IN-PLACE AS WAS
ORIGINALLY DESIGNED; INLET AND OUTLET PIPES SHALL BE STUBBED IN TO

EXISTING PIPES. CATCH BASINS SHALL BE ADJUSTED TO GRADE AS APPROVED BY
THE ENGINEER. FINAL GRATE ELEVATIONS SHALL BE APPROVED BY THE ENGINEER.

AT THE TIME OF CONSTRUCTION; GRATES SHALL BE LOCATED TO ACHIEVE MAXIMUM
DRAINAGE.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY
FOR THE PURPOSE DESCRIBED ABOVE.

ITEM 604 CATCH BASIN RECONSTRUCTED TO GRADE, AS PER PLAN - JEACH
l@ SR I3 AND SR 62

I[TEM SPECIAL - PIPE CLEANOUT

THE FOLLOWING QUANTITY HAS BEEN CARRIZED TO THE GENERAL SUMMARY TO
BE USED AS DIRECTED BY THE ENGINEER TO CLEAN CUT PIPES AT EXISTING
CATCH BASINS.

ITEM SPECIAL PIPE CLEAN OUT PART |- 100 METER

EXTRA ASPHALT FOR SPOT LEVELING

A QUANTITY OF 448 INTERMEDIATE COURSE HAS BEEN INCLUDED IN THE PLAN
TO BE USED AT THE DIRECTION OF THE ENGINEER FOR SPOT LEVELING WHERE
THE PAVEMENT IS LOW, DETERIORATED OR ON PAVED SHOULDERS TO ACHIEVE
FROFPER SLOPES.

THE QUANTITY OF ITEM 448 SHOWN BELOW HAS BEEN CARRIED TO THE GENERAL
SUMMARY .

ITEM 448 ASPHALT CONCRETE INTERMEDIATE CQURSE, TYPE |, PG 64-22

PART | - 200 CU. METER
QUANTITIES CARRIED TO GENERAL SUMMARY

TALCOLATED
LME
TECRED
TJD

GENERAL NOTES
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ITEM 254 PAVEMENT PLANING BITUMINOUS, AS PER PLAN

PLANING SHALL BE PERFORMED SUCH THAT THE PAVEMENT SURFACE IS SLOPED

AT A RATE OF 0.0156 M/M  FROM CENTER OF THE ROADWAY.IN THE VILLAGE OF
JOHNSTOWN, PLANING SHALL BE 44MM IN DEPTH CURB TO CURB (TYP.2) OR GUTTER

TO GUTTER (TYP. 3)IN SECTION WITH CONCRETE CURB AND GUTTER. AFTER PLANING,
THE ROADWAY SHALL BE RESURFACED WITH 44 mm OF ITEM 448 ASPHALT CONCRETE
INTERMEDIATE COURSE, TYPE 2, PG 64-22 AND 32 mm OF ITEM 448 ASPHALT CONCRETE
SURFACE COURSE, TYPE |, PG 64-22 (GUTTERS SHALL BE OVERLAYED WITH SURFACE
COURSE ALONG WITH THE ROADWAY). PLANING SHALL BE 0.30 METER OUTSIDE THE

EDGE LINE IN SECTIONS WHERE PAVED SHOULDERS EXISTS (TYP. |- SEE DETAILS BELOW).
THE ENGINEER MAY ADJUST PLANING DEPTHS AT ANY TiME TO MEET EXISTING CONDITIONS
AT THE TIME OF CONSTRUCTION,

ITEM 254 PAVEMENT PLANING BITUMINCUS, AS PER PLAN

QUANTITY SHOWN ON SHEET 10,

PLANING TYPICALS
TYPICAL | TYPICAL 2

PLANE ©.30M OUTSIDE EDGE LINES

WP
PB [~mt WP | PB
’—‘ |n_: &| “’| CURB—\ WIDTH OF PLANING
[51] |57]
“ LIS
TYPICAL 3
CURB AND wp CURB AND
GUTTER w WIDTH OF PLANING BUTTER

e 7. Z

ITEM 254 PATCHING PLANED SURFACE

A QUANTITY OF SURFACE PATCHING HAS BEEN INCLUDED IN THE PLAN TO REPLACE
UNSOUND PAVEMENT RESULTING FROM PLANING. THE ENGINEER WILL DETERMINE
WHERE THIS WORK WILL BE PERFORMED.

THE FOLLOWING ESTIMATED QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY.

ITEM 254 - PATCHING PLANED SURFACE PART |- 8000 SQ. METER

— ,ﬁﬁ7?77€%2221%7 | 2222227, Azé

PLAN NO.

ITEM 254 PAVEMENT PLANING BITUMINOUS, AS PER PLAN

PLANING AT INTERSECTION OF SR [3/US bz

PAVEMENT PLANING ON S.R. 13 MAINLINE SHALL BE PERFORMED AS SHOWN IN THE
DETAIL BELOW AND ON PLAN SHEET I3. THE INTENT OF THE PLANING IN THIS AREA
S TO IMPROVE THE TRANSITION FROM US 62 TO SR 13 (VERY ROUGH TRAVELING
ACROSS SR {3 ON US 62). SR |3 SHALL BE PLANED AN AVERAGE DEPTH OF T7oMM AT
THE CENTER LINE AND SLOPED TO THE EDGE OF PAVEMENTS AT A RATE OF 0.0208 M/M.
CROSS SLOPES SHALL BE ADJUSTED TO MATCH EXISTING SR I3 SLOPES WHERE BUTT
JOINTS ARE REQUIRED. PLANING DEPTHS AND SLOPES MAY BE ADJUSTED BY THE
ENGINEER AT ANY TIME TO MEET EXISTING FIELD CONDITIONS. AFTER PLANING, THE
ROADWAY SHALL BE RESURFACED WITH AVERAGE OF 44 mm OF ITEM 448 ASPHALT
CONCRETE INTERMEDIATE COURSE, TYPE 2, PG 64-22 AND AN AVERAGE OF 32 mm OF
ITEM SPECIAL 448 ASPHALT CONCRETE SURFACE COURSE, TYPE I, PG 64-22.

ITEM 254 PAVEMENT PLANING BITUMINOUS, AS PER PLAN
QUANTITY SHOWN ON SHEET I3.

E/P SR 13
BUTT JOINT US 62

E/P SR 13 £ SR 13

76MM _OVERLAY US 62 |

CALCULATED
LME
CHECKED
T4D

MATCH E/P PAVEMENT AVG., TeMM PLANING
ELEVATION OF SR 13

I
e 0.0208 M/M | 0.0208 M/M —
76MM RESURFACING

GENERAL NOTES
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GENERAL NOTES CONDITION 1 L10-62-0.000 OHIO,

I. It ts intended that this drawing be used for treatment of DROPOFFS BETWEEN TRAVELED LANES R';::':ls \24/
drop-offs that develop during construction operations, and that [. These treatments ore fo be used for resurfacing, pavement planing, excavation,
are not otherwise provided for in the construction plans. ete. between or within traveled lanes.

Where the plans do not provide specific items for labor, equip- CONDITION 111
ment, or materials to implement the drop-off treaiments specified D (mm) Treafment DROPOFFS BEYOND GRADED SHOULDER OR BACK OF CURB
hereon, they shall be included for payment in fthe fump sum bid A /. See Nofe 2 wunder Condition I
S . <40 ecf OW-I71 an WP-I71 signs. : .
for Item 614 - Maintaining Traffic. s Erect OW-I7] ¢ .d_(? ’f 2. Use Chart A or B below, as applicable.

2. While the need For certain advisory signing is noted hereon, >40-75 /) Lane closure utilizing drums™as shown below
it is not intended that this be indicative of all signing that OR 2) Optional Wedge Treatment CHART A
may be required to advise or warn moforists, and all require- $75-125 Lane closure utilizing drums as shown below. USE FOR: | Uncurbed Facilities.
ments of the Ohio Manual of Uniform Traffic Confrof Devices p— - 2. Curbed Facilities, where:

(OMUTCD) must be Ffulfilled. 5125 ﬁan:ho;;?ﬁug:l utifizing portable concrefe barrier d. Curbs are less than 150 mm in height.

3. In urban or otherwise heavily developed areas where pedestrians g sno ow. b. Curbs are 150 mm or greafer in height and the
and/or bicyclists may be present in significant numbers, *Cones may be used for daytime only conditions. legal speed is greater than 40 mph.
additional signing and preotective measures other than those Traveled lane Lane closed Lane closed Traveled lane
shown hereon may be required. - " Drums or 5 X

A rums or

4. The drop-of f treagtment selected for use ot any given focation 0.45 m Recommended| |\ Barrier / Barrier [raveled lanets) 5%;3755 " Anrums or
shall be as appropriate for the prevailing conditions at the site. Minimum Q! a 0.45 m Recommended &I/'BG”“&,r

5. Where concrefe barrier is specified, it shall be in decordance Minimum Y
with Standard Construction Drawing RM-4.2M and Item &22. T ¢ A]

o

6. When drums are specified for a dropoff condition, ¢ minimum CONDITION II 2]
number of four drums shall be used. Spacing shall be as -
indicated in the plans or as specified in the OMUTCO. DROFOFFS WITHIN GRADED SHOULDER AREA

l. The treatments indicated beiow oare for -use in conjunction with resurfacing, planing, X D : Treatment Required

7. When OW-I5/ (Low Shouider) signs or OW-i7! (lUneven Lanes) or excavations within the graded shoulder area. () () A/B Fa Niont
and OWP-I7! signs are required, they shall be placed 230 m in . ) mm 7 4 g
advance of the condition, on all intersecting entrance ramps 2. The graded shoulder area is that flat or graduaHy. sfopjng grea between the edge of Ig:é'fz ﬁg = arnyFlaHer N(c) N(a)
within the Iimits of the condition and immediately beyond all g normally fraveled lane and J‘.he more steeply s/qp:ng dffch_ fores_.fope or embankment 15— 7t YT TTA T Ngge None
. , s - vrn slope. [Its surface may be soil or turf, and/sor it may be inclusive of a “freated” : : p e ane
intersecfing roadways within fthe limits of the condition. When (i d wit Py terial te). For th [.2-3.6 >75-¢300 | Steeper than 3if Drums Drums
the dropoff condition extends more than 0.80 km, additional grea. improved wifh aggregates, asphaific materiais, %rsconcre el. ~or Ine purposes 1.2-36 >300 Steeper than 3:I Drums | Barrier
signs should be erected af intervals of 160 km or less. erefn, its maximum width shall be considered to be 3.6 m. ;gg'g;' )35305500 g;eeper ;gan g; DNone DNone

-6, - ceper than 3: rums rum

8. For locations, such as at ramps, lane shifts, lane closures, etc., D (mm) Treatment >3.66-6.10 SE00 Sfeef,e,— Fhan 3+ Drums Bgrr,'esr
where traffic is required tfo negotiate agny difference in <40 /) If edgelines are present, no freatment necessary >6./-9.1 600 Steeper than 3:f None Drums
elevation between pavements, a 3: slope freatment similar to - QR 2) Erect OW-I7/ and OWP-I7! signs. 26./-9.1 2600 Steeper than 3:f brums Barrier
the Optional Wedge Treatment shall be provided. 1) If min. lane width*requirements can be mef, 2.1 Any Any Nane None

. maintain lanes utilizing drums as shown below (@) Use treatment specified under Condition Il.

9. Portable concrete barrier shall be placed on the same level gs >40-125 OR 2) If min. lane width*requirements cannot be met
the traffic surface and shall not encroagch on lane width(s) oy g ’
designated as the minimum required for troffic vse. Where close adjgoent lane uiilizing drums

: 0R 3) apti I Shoulder Treafment.
drums are used, and their presence would reduce traveled lane 2 I?na OU. s ea. en CHART B
widths to less than 3 m, drums may be placed on the opposite »125-300 If min. lane width*requirements can be met, USE FQR: Curbed facilities, where the curb 1s 150 mm or greater
leve! from that of traffic provided the dropoff depth does nof Daylight only maintain Janes utilizing drums as shown below. in height and the legal speed is 40 mph or less.
exceed /25 mm and approva! s granted by fhe Project Engineer. 1) If min. fane width*requirements can be met, %
maintain lanes utitizing portable concrete barrier

10. Pavement Repairs f(or similar work): >{25-600 as shown below. Traveled lane(s) /—grum_s or

a. Lengths greater than 18.0 m - ufilize appropriate QR 2) If min. lane width*requirements cannot be mef, i arrier
treatment from Condition I. close adjacent fane utilizing drums.
b. Lengths of 18.0 m or less - repairs shall be effected in >600 Lane closure utilizing porfable concrete barrier £ =
accordance with 255.08. Drums may be used ds a separator as_shown below. Back of curb
adjagcent to the fraveled lane. *Minimum lane widths shall be 3.0 m unless otherwise specified in the pians.
X D A/B Treafment Required
OPTIONAL WEDGE TREAT”ENT Traveled lane Treated shoulder (m} (mm} Day Night
(MILLING OR RESURFACING) Drums or 0-3.0 | <300 Any None Drums
I. This treatment may be used when permitted for 0.46m Recommended " Barrier 0-3.0 | 2300 Any Drums Drums
Condition I only. ’ Tl e 23.0 Any Any None None
4 Minimum
. q|
2. OW-I7{ gnd OWP-I7! signs required. STATE OF OHFO
DEPARTMENT OF TRANSPORTATION ==/J ==
Traveled lane _*— BUREAU OF LOCATION AND DESION
Traveled lane
OPTIONAL SHOULDER TREATMENT
Firm and unyielding materigl i. This treatment may not be used within a bituminous shoulder where a hot DROPOFFS IN
Q.g (;?’ bebr?;‘n-oved prior ;o placing langitudnal joint per 40105 is required.
.y e abutting pavement course, . R
b unless otherwise permitied to 2. OW-15] signs required. . . . WORK ZONES
remain by the plans 1 Firm a;‘d unyielding material
or specifications) I\£Siope # or flafter
( 3:[ Slope QT DESIONED| DRANE TRACED | CHEUKED| REVIEWED ODATE NELV:;EB
7-8-87
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Materials Supplied by The Department

All materials are to be Contractor furnished,
excepT that the Department shall supply RPM
materials in the quantities shown herein to the
Contractor. Pay items for the Department
supplied materials shail be indicated as
Insteliation Only”. The quantity and type of
Department supplied materials are shown on
sheet 17 of this plan.

The Coniractor shallpick up the department
supplied RPM materials at the direction of the
Project Engineer.

For some projects having guantities of less than
20 RPMs, the contractor may pick up RPM

materials at the Disfrict Offices. Quantities over
20 RPMs willbe picked up at the Recycler’s
Warehouse or as arranged with the District. The
Contractor shall pick up Department supplied

RPM materials at the specified locationis) Tor
tfransport to the work site or to the Confractor’s
storage facility. The Recycled Raised Pavement
Marker (RPM) AuThorization Form is tfo be signed

by the Disfrict Construction Engineer prior fo
pick up of the RPMs. The Confractor shall

notify the Disfrict and / or the parties listed

on The authorization ferm in writing at least five (5)
calendar days prior fTo pick up of the department

supplied materials. The contractor shall stoere the RPMs
wiThout damage or contamination with foreign

matfer. A deduction in the amount of The actual
cosT to the Department shallbe made for

materials damaged by the Confractor or for
castings received by the Contractor which were
not installed and were not refurned to the
Department.

RPM General NoTes

Return of Non-performed Raised

Pavement Marker Materials Supplied

by the Department

Raised Pavement Marker Materials Supplied

by the Department, That are non-performed shall
be carefully repacked or packed in the boxes in
the same sTyle and quantity as originally
received from the Department. Casting styles
shall not be mixed within any one confainer.

The Contractor shallclearly mark on the outside
of each container, the color of the prismatic
retro-reflector, the style of casting. Boxes shall
be placed on skids or pallets in tThe same style
(Low Profile or Conventional, reflectorised or
non reflectorised and no more than 420 RPMs
(or 2iBoxes)on one skid.

Only use the boxes supplied by the Raised
Pavement Marker Recycler. Boxes musT be
marked with the recycler’s part or cataiog
number and the project number. The recycler’s
catalog or par? numbers may be obtained from
the 0ffice of Traffic Engineering in Columbus,
Ohic or from the recycler. Boxes not marked
with The proper recycler’s catalog or part
numbers, and The department’s project number
willnot be accepfed at the recycler’s warehouse

Non Performed Materials willbe refurned To the
location as specified by the District Constfruction

Engineer within 30 Days of the
completion of the project.

The above work including ali labor, equipment
and material needed to perform the work, shall

be considered incidentai to the respective pay
item.

If the department has to repackage the RPMs
correctly, the Contractor willbe assessed the
actual cost for repackaging the Materials by the
Department’s Forces.

Loading of Materials Supplied by the

Department at the Recycler’'s Warehouse

Trucks shall have a loading height of 1220 millimeters
and be able to back up Tlush to the loading dock.

Trucks shall not have any obstfructions or
profrusions that prevent the loading by a
standard forklift or lift fruck.

Semi Trucks or 6 meter commercial frucks are
the most appropriate frucks for loads in excess
of 4 pallets (one pallet = 21boxes = 950 kq).

Stake body frucks are appropriate fo load less
than 4 pallets, provided the truck is rated
for the load and the load can be safely secured
for transpor? by chaining or strapping down as
needed.

Pickup fTrucks are appropriate for loads of
approximately one pallet, provided the pickup
fruck is rated for the load and the load can be
scfely secured for fransport.

Dump frucks, tilt bed frucks, and non commercial
moving vans willnot be loaded by the recyclers
warehouse.

The warehouse supervisor willrefuse to load any
truck that is unsafe fo load or unsuitable for
the load being placed on the fruck.

CALOULATED
LEME
CRECKED
TJD

GENERAL NOTES
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MAILEBUX DET AILS
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ANTI-TWIST PLATE

PLAN NO.

ITEM SPECIAL - MAILBOX SUPPORT
DESCRIPTION

THIS WORK SHALL CONSIST OF FURNISHING AND
ERECTING MAILBOX SUPPORTS AND ANY ASSOCIATED
MOUNTING HARDWARE IN ACCORDANCE WITH PLAN
DETAILS, AND ATTACHING AN OWNER-SUPPLIED
MAILBOX AT LOCATION SPECIFIED IN THE PLAN, OR
OTHERWISE ESTABLISHED BY THE ENGINEER.

THIS ITEM SHALL INCLUDE THE REMOVAL OF THE

EXISTING PQSTS AND OTHER MATERIAL NOT CONSIDERED

SALVAGEABLE AND DISFPOSED OF IN ACCORDANCE WITH 202.02.

MATERIALS

WOOD POSTS SHALL BE NOMINAL [02mm x 102mm SQUARE
OR 200mm DIAMETER ROUND, AND CONFORM TO
T10.14

STEEL POSTS SHALL 8E NOMINAL PIPE SIZE 5imm
[.D., AND CONFORM TO AASHTO M I8I.

HARDWARE (PLATES, SCREWS, BOLTS, ETC.) SHALL
BE COMMERCIAL-GRADE GALVANIZED STEEL.

SETTING POSTS

POSTS SHALL BE SET PER THE FIRST PARAGRAPH OF
606.03 AND SHALL IN NO INSTANCE BE ENCASED IN
CONCRETE.

MOUNTING BOXES

SUPPORT HARDWARE SHALL ACCOMMODATE EITHER A
SINGLE OR A DOUBLE MAILBOX INSTALLATION, AND
NC MORE THAN TWO BOXES MAY BE MOUNTED ON A
SINGLE POST.

THE MAILBOX SHALL BE SECURELY AND NEATLY ATTACHED
BY THE CONTRACTOR TO THE NEW SUPPCRT. THE
CONTRACTOR SHALL FURNISH ALL NECESSARY
ATTACHMENT HARDWARE (NUTS, BCLTS, PLATES, SPACERS,
AND WASHERS) AS NECESSARY TO ACCOMMODATE THE
COMPLETE INSTALLATION.

IN THE ABSENCE GF A NEW BOX SUPPLIED BY THE OWNER, THE CONTRACTOR
SHALL SALVAGE THE EXISTING BOX AND PLACE IT ON THE NEW SUPPORT. DUE
CARE SHALL BE EXERCISED IN SUCH AN OPERATION, AND THE CONTRACTOR
SHALL BE RESPONSIBLE FOR REPAIRING OR REPLACING ANY BOX DAMAGED

BY IMPROPER HANDLING ON HIS PART, AS JUGGED AND DIRECTED BY THE

ENGINEER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH THE LOCAL
POST MASTER REGARDING THE TIMING GOF THE MOVEMENT GOF ANY MAILBOX TO

A NEW LOCATION,

BASIS OF PAYMENT

PAYMENT UNDER THIS ITEM SHALL BE LIMITED TO FINAL PERMANENT INSTALLATIONS.
TEMPORARY INSTALLATIONS SHALL BE IN ACCGRDANCE WITH 107.12. HOWEVER,
THE SAME MATERIAL AND SIZE LIMITATIONS AS FOR PERMANENT INSTALLATIONS

SHALL APPLY,

MAILBOX SUPPCRTS WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER EACH,

FOR THE TYPE SPECIFIED, COMPLETE IN PLACE.
PAYMENT WILL BE MADE UNDER:

ITEM UNIT

SPECIAL EACH
SPECIAL EACH

DESCRIPTION

QUANTITY

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE
GENERAL SUMMARY FOR THE ABOVE PURPOSE

SPECIAL MAILBOX SUPPORT SYSTEM SINGLE 8 EACH
SPECIAL MAILBOX SUPPQRT SYSTEM DOUBLE 3 EACH

CALCOLATE

LME
CHECKETD

TJD

MAILBOX SUPPORT SYSTEM SINGLE
MAILBOX SUPPORT SYSTEM DGUBLE

MAILBOX DETAILS AND QUANTITIES

LIC-62-0.000
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ASPHALT CONCRETE

LIC-62-0.000

DEPARTMENT OF TRANSPORTATION PLAN NO.
' ASPHALT CONCRETE
TYPICAL |
TYPICAL 2
rPB ! wp T,:.B_I TYPICAL 3
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US 62 US 62 >
(h BRIDGE LENGTH X PAVEMENT WIDTH PAVEMENT DATA
ITEM 407 ITEM 448 264 &ia
LENGTH T TACK ASPHALT CONCRETE PAVEMENT TEMPORARY
A ; EXISTING TACK | COAT FOR INTERMEDIATE SURFACE | aTOMINOLL e
N T  |INTERMEDIATE BITUMINOUS, LINE,
$ ROUTE -00 TFEJOINT KILO- M!TPER tI: TYPE PAXE@ENT @C?}fm COURSE. | THICK $$ggs§. THICK CT?(LFLF::S?' AS PER PLAN cass
METER ) MM | MM ,
LOG POINT METER ETE A | PAVEMENT L/sM. | @ 023 PG 64-22 PG 64-22
SQ.METER LITER LITER CU.METER CU.METER| SO.METER KM
Us 62 0.000-6.840 6.84C 6840 6.10 | 404 41724 14186 959¢% 44 [ 1835.86 | 32 [I1335.17 i3.680
6.,840-7.000 Q.160 [218] 6.0 | 2 404 976 332 224 44 42 .94 32 3.23 976 0.320
7.000-7.0l6 0.0l6 6 6.10 ] 3 404 98 33 22 44 4.31 32 3.4 98 0.032
T7.0l6=-7.177 0.6l 1G] 0.8 3 404 739 591 400 44 76.52 32 | 55.65 1739 0.322
1.177-7.451 0.274 274 9.4 2 404 2576 876 592 44 113.34 32 | 82.43 2576 0.548
7.451-7.580 0.129 129 3.3 2 404 76 583 395 44 75.50 32 54.91 716 0.258
7.580-7.805 0.225 225 9.4 2 404 2115 719 486 44 93.06 32 | 67.68 2115 0.450
7.805-7.966 0.i61 61 T.62 | 2 404 1227 417 282 44 53.99 32 | 39.26 1227 0.322
7.966-17.010 3.044 9044 7.32 | 404 66202 22509 5226 44 1 3151.63%| 32 [2118.46 71628 * 18.088
29.757-33.280 3.523 3523 7.32 | 404 2b788 8768 5931 44 | 1134.67 | 32 | B25.22 7.046
DEDUCT FOR BRIDGES (b (304) (206) (39.38) (28.64) (2423} (0.132)
EXTRA TACK COAT| FOR LONGITUDINAL |JOINT {7433
I Us 62 TOTALS 50453 32948 65472 .44 4584.51 79652 40.934
# TACK COAT @ I.13 L/SQ.METER * INCLUDES 0.30 METER OUTSIDE EDGE LINES.

&p




DEPARTMENT OF TRANSPORTATION PLAN NO.

LALCULATED
LME
CHECKED
TJD

PAVED SHOULDERS

TYPICAL | TYPICAL 2 TYPICAL 3
P8 FB
CURB AND | weP | CURB AND
I_PB | WP | PB—‘ CURB—\ wpP i/—CURB GUTTER | I GUTTER
N Y %ﬁ/i r\ﬁﬁ
A B A B
PAVED SHOULDER DATA
448 301 407 ol7
LENGTH PROPOSED WIDTH ASPHALT BITUMINQUS COMPACTED
(METER) CONCRETE AGGREGATE TACK AGGREGATE
T *
y BASE COAT FOR TYPE A, N
P INTERMEDIATE SURFACE INTERMEDIATE ggﬁ AS PER PLAN 0
P LOG POINT é SHOULDER COURSE, COURSE, core e 0.34 2&%[%53?1 g
A ROUTE TO KILO- A AREA THICK TYPE 2, TYPE |, AVG. @ 0.23 ' AVG. T0 BACK s
R LOG POINT | METER | METER | & A B wa | PE 8422 ek | PG 8422 | ey L/S.M. L/SM- 1 THICK | e paven
5 N MM MM BERM
SQ.METER CU.METER CU.METER CU.METER LITER LITER CU.METER
Us 62| 0.000-6.840 | 6.840 6840 I 0.76 0.76 10397 44 457.47 32 | 332.70 2391 3535 88 734
7.000-7.177 G.I77 177 3 0.6l 0.6} 216 32 6.9l T3
7.966-17.010 | 9.044 9044 | 0.9 0.9 Iedel 32 | B2e.7h 5597 44 485
29.757-29.997| ©.240 240 | 0.6l 0.6l 233 44 I2.89 32 9.38 67 100 88 26
29.997-33.2801| 3,283 3283 | 0.91 0,91 5975 44 262.90. 32 191.20 755 e g8 352
DEDUCT FOR BRIDGES (8.54) (7.14) (45) (68) _ (14)
us ez TOTALS 724.72 iC59.80 3168 10355 1583

2-26-98

LOB20001.MPS

QUANTITIES CARRIED TO THE GENERAL SUMMARY

PAVED SHOULDERS

&P| Lic-62-0.000
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| SR 37‘|/ BUTT JOINT
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EXTRA AREAS

Us 62

SR 13
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)

N
BUTT JOINT k

/ us &2

PLAN NO.

NOQTE:
DEDUCTED PAVED SHOULDER WIDTH FROM EXTRA
AREA @ VILLAGE SQUARE SHOPPING CENTER.

CALCULATED
LME
CHECKED
TJD

I 1 @
| INTERSECTIONS BUTT JONT [ & 57
INTERSECTIONS PROPOSED ITEMS )
5 P - 07 448 ASPHALT CONCRETE 202 =~
A | RouTE TO SIDE DESCRIPTION If:l 18 [i N ack COAT FOR o |MERMEOTE ToURSE, | ExisTig | WEARING O
T HOG POINT METER ME'IItJER verer | 00 | e 034 INTQER%E.[;I;TE WM | TYPE 2, | WM | PG 4-3z | SURFACE | REMOVED T
L/SM. | L/SM. PG 64-22 (DRIVEWAYS) F—
LITER LITER CU.METER CU.METER SQ.METER U
LICKING CO, LT | TIPPET RD. (T.R. 50 0.7 | 6.7 | 20.7 | 146.6 | 50 34 | 44 | 6.45 | 32 | 4.69 | ASPH.
US 62 RT | BEECH RD. (T.R, 88) 9.1 | 6.4 | 16.4 | 103.7 | 35 24 |44 | 456 |32 | 3.32 | ASPH. )
RT | GREEN CHAPEL RD. (T.R. 63] 2.2 | 6.7 | 17.4 | 147.0 | 50 34 |44 | 6.47 | 32| 4.70 | ASPH. -
LT | FANCHER RD. (T.R. 87) 2.2 | 5.8 | 19.2 | 52.5 | 52 35 |44 | 6.11 | 32 | 4.88 | ASPH. L |
LT | MILLER CHURCH RD. (T.R. 86! 9.1 | 7.0 | 213 | 1315 | 45 30 | 44 | 5.79 | 32 | 4.21 | ASPH.
RT | CLOVER VALLEY RD. (C.R. 26) 3.1 | 5.8 | 25.9 | 2.0 | 74 50 |44 | 9.55 |32 | 6.95 | ASPH. D
LT | DUNCAN PLAINS RD. (C.R. 33) 3.7 | 7.9 | 35.4 | 296.6 | 0l 68 |44 | 13.056 | 32 | 9.49 | ASPH.
RT | DUNCAN PLAINS RD. (C.R. 33) 3.7 | 7.3 | 28.0 | 24l.8 | 82 56 | 44 | 10.64 | 32 | 7.74 | ASPH. %
F (T | CHERRY HILL DR, 6. | 4.9 | 2.8 | 54.0 8 2|44 | 2.38 | 32 | 1.73__| ASPH.
LT | CHERRY HILL DR. 6.l | 3.6 | 9.8 | 40.9 14 9 44 | 180 |32 | 1.3 | ASPH.
SEE _NOTE ABOVE| | RT | EXTRA AREA @ VILLAGE SQUARE | 2.0 56 | 312.0 | 106 72 |44 | 13.73_| 32 | 9.98 | ASPH. )
RT | WESTVIEW DR. 0.7 | 10,4 | 22.9 | i78.2 | 6l 41|44 | 7.84 | 32 | 5.10 | ASPH. | (78.2 <
LT | BENEDICT DR, 6. | 7.3 | 11.4 | 75.3 | 26 7 |44 | 3.31 | 32 | 2.4l | ASPH. | 75.3
RT | MEADOW LANE 6. | 7.3 | 55 | 69.5 | 24 6 | 44 | 3.06 | 32 | 2.22 | ASPH. | 63.5 L
LT | WILLIAMS ST. 46 | 6. | 8.1 | 35.0 2 8 44 | 154 | 32 | 12| ASPH. | 35.0 e
RT | WILLIAMS ST. 6.7 | 6. | 16.2 | 74.7 | 25 17|44 | 3.29 |32 | 2.38 | ASPH. | 74.7 <T
RT | OREGON ST. 3.6 | 13.7 | 8.9 | 58.7 | 20 14 44 | 258 |32 | 1.88 | ASPH. | 58.7
JOHNSTOWN < LT | OREGON ST. 6. | 6.4 | 10.4 | 512 7 2|44 | 2.25 | 32 | 1.64 | ASPH. | 50.2
LT | EXTRA AREA (1) SEE SHT. 19 30.7 | 3l 21 |44 | 3.99 | 32| 2.90 | ASPH. | 90.7 <T
LT | SR.37 @ ABOVE 46 | 13.7 | 16.4 | 3.2 | 24 16 |44 | 3.04 | 32 | 2.21 | ASPH. | 69.2
RT | S-R. 37 (%) ABOVE 4.6 | 4.0 | 21.3 | 8l2 | 28 19 144 | 3.57 | 32 | 2.60 | ASPH. | 8l.2 A
LT | EXTRA AREA (® SEE SHT. 20 65.8 | 22 5 |44 | 2.90 |32 ] 2.1 | ASPH. | 65.8 —
RT_| EXTRA AREA () SEE SHT. 20 314.6 | 107 72 |44 | 13.84 | 32 | 10.07 | ASPH. | 3146 S<
LT | KASSON ST. 6. | 6.4 | 9.8 | 49.4 7 I 44 | 2.7 | 32 | 158 | ASPH. | 49.4
RT_| KASSON ST. 50 | 5.8 | 85 | 2i.4 7 5 44 | 0.94 | 32| 0.68 | ASPH. | 21.4 L]
RT | FORD ST, 6. | 7.0 | 14.0 | 64.] 22 5 |44 | 2.82 | 32 | 2.05 | ASPH. | e4.|
_RT | YARDNER ST. 6. | 6.4 | 8.2 | 44.5 5 0 44 | 1.96 | 32 | 1.42 | ASPH. | 44.5
RT_| SPORTSMAN CLUB RD.(C.R. 18) | 21.3 | 7.3 | 33.5 | 434.5 | 148 00 |44 | 19.2 | 32 | 13.90 | ASPH. | 434.5
LT | CROUSE-WILLISON RD. (C.R. I3) 9.0 | 7.3 | 8.2 | 106.9 | 36 24| 44 | 4.10 | 32 | 3.42 | ASPH. | 106.9
RT | DUTCH LANE RD. (C.R. 15) 3.7 | 5.8 | 24. | 204.8 | 70 47|44 | 9.0l | 32 | 655 | ASPH. | 204.8
LT | NICHOLS LANE (C.R. 21) 2.2 | 5.2 | 16.8 | 134.2 | 46 3|44 | 5.90 | 32 | 4.29 | ASPH. | 134.2 o
RT | NICHOLS LANE (C.R. 27) 0.7 | 6.1 | 16.8 | 122.5 | 42 26|44 | 5.39 | 32 | 3.92 | ASPH. | 122.5 O
LT | COOPER RD. N.W. (T.R. 60) 3.7 | 5.8 | 235 | 200.7 | &8 46 |44 | 8.83 | 32 | 6.42_| ASPH. | 200.7 O
RT_| NORTHRIDGE RD. (C.R. 20) 8.3 | 6.7 | 25.3 | 292.8 | 100 67 |44 | 12.88 | 32 | 9.37 | ASPH. | 292.8 o
RT_| LOUDON RD. (C.R. 10} 9. | 1.0 | 21.3 | 128.8 | 44 30 |44 | 5.67 | 32 | 4.2 | ASPH. | I28.8 |
LT_| APPLETON RD. (C.R. I0) 2.2 | 7.3 | 25.0 | 197.0 | 67 45|44 | B.67 | 32 | 6.30 | ASPH. | 197.0 o
LT | WELLS AVE. 7.6 | 9. | 23.8 | 125.0 | 42 29 |44 | 5.50 | 32 | 4.00 | ASPH. O
UTICA | RT | WELLS AVE. 9. | 7.6 | 22.9 | 138.8 | 47 32|44 | 6.1 | 32 | 4.44 | ASPH. O
LT | MILL sT. 152 | 7.3 | 30.5 | 287.3 | 98 66 |44 | 12.64 | 32 | 9.9 | AsPH. —
LT | UTICA RD. (C.R. 28) 5.2 | 9.4 | 36.6 | 349.6 | 119 80 |44 | 1538 |32 | .19 | aSPH.
RT | UTICA RD. (C.R. 28) 0.7 | 82 | 335 223. | 76 5 44 | 9.82 | 32 | 7.14 | ASPH.
US 62 @ SR I3 _ (5 ABOVE 57.0 | 53 36 6.9] 5.02 | ASPH. | 157.0 12
| | US 62| TOTALS CARRIED TO GENERAL SUMMARY 2141 | 1445 276.76 201.25 3322.7 24/
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BUTT JOINT e
END OF CURB LEFT

/DRIVEWAY

\
\
L v
GAS STATION  ~ Pl \
. Y \
~”
V4
# A
14 \
4
~
4
#
L4
L4
\
\
) J
\ J
\
- J/
EX. CATCH BASIN S ’/
ADJUSTED TO GRADE \\/
e

—
- —

o —
- —
—_—

e
- —
o —

EXISTING CATCH BASIN TO BE
RECONSTRUCTED TO GRADE,
AS PER PLAN

GAS STATION

Y PAVEMENT PLANING, BITUMINOUS,
\ v AS PER PLAN (VARIABLE DEPTH)
b 370 SQ.METER

— —g——

SEE NOTE ON SHEET 6.

_FEEsE=as o0

BUTT JOINT SR €2
@ E/P SR I3 s

/ ra
+ ITEM 254 PAVEMENT PLANING, BITUMINOUS,
/ s AS PER PLAN 370 SC.METER
Fa

v ITEM 407 TACK COAT
Y 370 S.M. X 0.34 L/S.M. = 126 LITER

{7 ITEM 407 TACK COAT FOR INTERMEDIATE COURSE
| 7 370 S.M. X 0.23 L/S.M, = 85 LITER

[ ITEM 448 ASPHALT CONCRETE SURFACE COURSE,
¥ TYPE |, PG 64-22 370 S.M. X 0.032M = 11.84 CU.METER

u ITEM 448 ASPHALT CONCRETE INTERMEDIATE COURSE,
i TYPE 2, PG ©4-22 370 S.M. X 0.044M = 16.28 CU.METER

i
\1 ITEM 644 STOP LINE
) 6. METER

QUANTITIES CARRIED TO GENERAL SUMMARY P

DRIVEWAY -
BUTT JOINT I.OM NORTH-~ "~
STOP,?TR \ ~~__OF BLACKSNAKE BBT’
LETN \ \ RADIS-RETURN
\ A
2NN \\ \ \ BLACKSNAKE RD. L
4 A \ v -
L \ W S — \ .-
\ \\ \:\ \\ \ \\ @ SR \|3 - P

CALCULATED
LMWE
CHECHED
TJD

S.R. 13762 INTERSECTION DETAIL

@ L1C-62-0.000
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LIC-62-03846: REMOVE AND REPLACE 7eMM ASPHALT

PLAN NO.

ALCULA
LME
TJD

LIC-62-05279: REMOVE AND REPLACE 7eMM ASPHALT —
LIC-62-06196: REMOVE AND REPLACE 76MM ASPHALT Z
LIC-62-09576: REMOVE AND REPLACE 76MM ASPHALT I—éj
LIC-62-170!l: SUSPEND WORK @ WEST APPROACH SLAB —
LIC-62-29692: RESUME WORK @ EAST APPROACH SLAB <
LIC-62-3048I[: SKIP DECK, REMOVE AND REPLACE L
SURFACE COURSE ON APPROACH SLABS P_:
N
Q
L
-
" BRIDGE DECK DATA |_|_I
202 BRIDGE DECK REPAIR SPECIAL 448 ASPHALT CONCRETE 407 9
A*;ING [0 $5-845 LATEX MODIFIED CONCRETE 254 DECK WATERPROOFING INTERMEDIATE SURFACE TACK TACK COAT A
WE FOR
PART ROUTE BRIDGE | WIDTH| DECK | REMAVED D 59750 DENSE concreTe fgéﬁfm DRIE | WATERPROOFING | WATERPROOFING | THICK %E)rLFiF;,Sg: THICK CTC:’UPF::SIIE: @6%5;4 INngm%%[éTg i
BRIDGE NO. LIMITS) AREA | DEPTH VARIABLE | FULL-DEPTH CEMENT | STRIP | SHEET TYPE 3 PG 64-22 PG 64-22 L/SM 0
o
PAVEMENT
METER [METER| SQ. M.| sa. M. SQ. M. cu.YDS. CuU. M. SQ. M. 5Q. M. SQ. M. SQ. M. mm CuU. M. mm cU. M. LITER LITER
! LIC-62-03846 6.l g.} | 55.5 406 DETAIL @ 44 z2.44 32 .78 19 13
LIC-62-05279 4.6 . | l1e2.1 513 DETAIL @ 44 7.3 32 5.19 55 37
LIC-62-06196 40.2 ;1 9.8 1394.0| 744 DETAIL @ 44 17.34 32 2.6} 134 9l
LIC-62-039576 5.8 [12.2 [192.8 366 DETAIL @ 44 8.48 32 6.7 66 44
LIC-62-1701I DETAIL (@)
LIC-62-29692 DETAIL (@) 8
LIC-62-30481 | 55.8 | 8.5 |474.3 530 DETAIL @ 32 3.55# 38# O
TOTALS 2559 35.39 29.30 3l2 185 z
®
=
-l
\24/

* QUANTITY INCLUDES TAPERS TO BRIDGES

# QUANTITIES FOR APPROACH SLABS




2-26-98

LO620002.MBD

DETAIL(D

TeMM OVERLAY ) 23 METER WECR L BRIDGE LIMITS N 23 METER WCR _(_T6MM OQVERLAY
TAPER PLANING FROM WEARING COURSE REMOVED TAPER PLANING FROM
OMM TO TeMM TeMM TO OMM

_____ 7
EX. PAVEMENT i

EX. PAVEMENT

WEARING COURSE REMOVED:

LIC-62-03846
[2(23.0M X T.6M) + (B.IM X 9.IM] = 406 SQ.METER

LIC-62-06196
2(23.0M X 7.6M) + (40.2M X 9.8M) = 744 SQ.METER

150 SQ.METER

QUANTITY CARRIED TO SHEET 14.

|

| LIC-62-03846
| LIC-62-0&l96
|

REMOVE AND REPLACE TeMM ASPHALT

PLAN NO.

PART
DEDUCTIONS FOR BRIDGE
BRIDGE LENGTH X PAVEMENT WIDTH
LIC-62-03846 (6.IM X 6.IM = 37 SQ.M.)

407 TACK COAT
37 SQM. X 0.34 = I3 LITER

407 TACK CCAT FCR INTERMEDIATE COURSE
37 SQ.M. X 0.23 = 9 LITER

448 ASPHALT CONCRETE INTERMEDIATE COURSE
37 SQM. X 0.044M = .63 CU.M.

448 ASPHALT CONCRETE SURFACE COURSE
37 SQ.M. X 0.032 = [.18 CU.M.

LIC-62-06196 (40.2M X 6.IM = 245 SQ.M.)

407 TACK COAT
245 SQ.M. X 0.34 = B3LITER

407 TACK COAT FOR INTERMEDIATE COURSE
245 SQ.M. X ©.23 = 56 LITER

448 ASPHALT CONCRETE INTERMEDIATE COURSE
245 SQ.M. X 0.044M = 10.78 CU.M.

448 ASPHALT CONCRETE SURFACE COURSE
245 SQ.M. X ©.032 = 7.84 CUM.

TALEATED
LME
)

TD

DETAIL )

T6MM OVERLAY _ 23 METER WCR BRIDGE LIMITS 23 METER WCR [ TBMM OVERLAY
TAPER PLANING FROM WEARING COURSE REMGVED TAPER PLANING FROM
OMM TO T6MM 76MM TO OMM

WEARING COURSE REMOVED:
LIC-62-05279

[2(23.0M X T.6M) + (14.6M X I1l.IM)] = 513 SQ.METER

QUANTITY CARRIED TO SHEET (4.

T
| APPROACH APPROACH |
SLAB SLAB |
LIC-62-05279

REMOVE AND REPLACE 76MM ASPHALT

PART |
DEDUCTIONS FOR BRIDGE
BRIDGE LENGTH X PAVEMENT WIDTH
LIC-62-05278 (14.6M X 6.IM = 89 SQ.M.)

407 TACK COAT
89 SCQ.M. X 0.34 = 30 LITER

407 TACK COAT FOR INTERMEDIATE CGURSE
89 SQ.M. X 0.23 = 20 LITER

448 ASPHALT CONCRETE INTERMEDIATE COURSE
89 SQ.M. X 0.044M = 3.92 CU.M.

448 ASPHALT CONCRETE SURFACE COURSE
89 SQ.M, X ©.032 = 2.85 CU.M.

BRIDGE DECK DETAILS

SHEET TOTALS CARRIED TO SHEET 10

407 TACK COAT
I3 + 83 + 30 = |26 LITER

407 TACK COAT FOR INTERMEDIATE COURSE
9 + 56 + 20 = 85 LITER

448 ASPHALT CONCRETE INTERMEDIATE COURSE
.63 + 10,78 + 3.92 = 16.33 CU.M.

448 ASPHALT CONCRETE SURFACE COURSE
I.I8 + T7.84 + 2.85 = [[.B7 CU.M.

&)| LIC-62-0.000




DETAIL () PLAN NO,
PART |
76MM OVERLAY .| _ 9.5 METER WCR e BRIDGE LIMITS L 9.5 METER WCR 1 76MM OVERLAY DEDUCTICNS FOR BRIDGE
44MM PLANING TAPER PLANING FROM WEARING COURSE REMOVED TAPER PLANING FROM A4MM PLANING BRIDGE LENGTH X PAVEMENT WIDTH
44MM TO 76MM T6MM TO 44MM

LIC-62-09576 (15.8M X 7.32M) = (6 SQ.M.
407 TACK COAT

—_—
L/ Z /%/ L L L W A 16 SO.M. X 0.34 = 39 LITER
EX. PAVEMENT L / EX. PAVEMENT 407 TACK COAT FOR INTERMEDIATE COURSE

T | 6 3Q.M. X 0.23 = 27 LITER

202 WEARING COURSE REMOVED: |  APPROACH APPROACH 448 ASPHALT CONCRETE INTERMEDIATE COURSE
SLAB SLAB |
| LIC-62-095T6 lle SQ.M. X 0.044M = 5.10 CU.M.
LIC-62-09576 - I
[2(9.5M X 9.14)+ (I5.8M X [2.2M)] = 366 SQ.METER | 448 ASPHALT CONCRETE SURFACE COURSE
16 SQ.M. X 0.032 = 3.71 CU.M.

QUANTITIES CARRIED TG SHEET 14,

REMOVE AND REPLACE 7eMM ASPHALT

DETAIL (4 v % |~
[ o
@0 @ = |~
< |m NEW ASPHALT SHALL BE 6mm HIGHER NEW ASPHALT SHALL BE 6mm HIGHER w|&
_‘_4 o THAN EXISTING BRIDGE DECK. THAN EXISTING BRIDGE DECK. a 3
O = w |
SRE=: = 23.0M WEARING COURSE REMOVED
;72 CONCRETE BRIDGE DECK CONCRETE BRIDGE DECK e MM OVERLAY
T6MM OVERLAY . 9.5M WEARING COURSE REMOVED AND APPROACH SLABS AND APPROACH SLABS TAPER PLANING FRGCM
24MM ™ PLANING TAPER PLANING FROM SHALL NOT BE RESURFACED  SHALL NOT BE RESURFACED 76MM TO OMM
44MM TO TEMM /’_’/—

N

|

APPROACH EXISTING EXISTING APPROACH
SLAB CONCRETE CONCRETE SLAB
| BRIDGE DECK BRIDGE DECK -

LIC-g2-I70ll LIC-62-29692 |

LME
TJD

CALCELATED

202 WEARING COURSE REMOVED:

QUANTITIES SHOWN IN TABLE ON SHEET 3. BUTT JOINT e APPROACH SLAB BART |
DEDUCTIONS FOR BRIDGES

2-26-98

LO620003 .MBD

BRIDGE LENGTH X PAVEMENT WIDTH
LIC-62-30481(55.8M X 7.32M) = 408 SQ.M.

DETAIL @ NEW ASPHALT SHALL BE &mm HIGHER 407 TACK COAT
THAN EXISTING BRIDGE DECK. 408 SAM. X 0.34 = 139 LITER

7.6 METER 23 METER WEARING COURSE REMOVED T6MM_OVERLAY 407 TACK COAT FOR INTERMEDIATE COURSE
- 408 SQ.M. X 0.23 = 94 LITER
CONCRETE BRIDGE DECK 32MM WEATING COURSE TQPE\F;PE’SXCJ OSJEE?” M
REMOVED AND 448 ASPHALT CONCRETE INTERMEDIATE COURSE
SHALL NOT BE RESURFACED
RESURF ACE 408 SQ.M. X 0.044M = 17.95 CL.M.

448 ASPHALT CONCRETE SURFACE COURSE
408 SQ.M. X 0.032 = {3.06 CU.M.

BRIDGE DECK DETAILS

EXISTING APPROACH W SHEET TOTAL CARRIED TO SHEET 10

| _ 407 TACK COAT
BRIDGE DECK SLAB | 39 + 139 = 78 LITER

202 WEARING COURSE REMOVED: LIC-62-3048| ’~———_-—_-—_ 107 TACK COAT FOR INTERMEDIATE. COURSE
LIC-62-3048| T 27 + 94 = 12| LITER

[(2¢7.6M X T7T.3M) + 2{23.0M X 9.IM)] = 530 SQ.METER 448 ASPHALT CONCRETE INTERMEDIATE COURSE
5.10 + 17.95 = 23.05 CU.M.

AUANTITIES CARRIED To SHEET . REMOVE AL REELACE SURFACE LOURSE 448 ASPHALT CONCRETE SURFACE COMRSE

&p)| Lic-62-0.000
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CALC. BY_SADB
OATE o-|7-
o L OCATION SUB-SUMMARY O
DETAIL DETAIL
4 4 LANE DIVIDED TO 2 LANE TRANSITION i0  |APPROACH W/LT. TURN LANE
DETAIL 5 4 LANE UNDIVIDED TO 2 LANE TRANSITION n HORIZONTAL CURYE I2Zm (NOTE 2)
| |TAPERED ACCELERATION LANE [ ONE LANE BRIDGE 2 {HORIZONTAL CLRYE ALT. (NOTE 3)
2 DECEL ERATION LANE T STOP APPROACH GAP |CENTERLINE AT 24m TYP.
MULTILANE DIVIDED/ 8 THRU APPROACH
3 |CONTROLLED ACCESS 9 |TWO WAY LEFT TURN LANE
'EN LOCATION E ITEM QUANTITIES PRISMATIC RETRO-REFLECTOR COLORS -
u L.M. INSTALLATION ONLY <C
?E COUNTY | ROUTE oveTeRs IS A RV [PRISWATIC | ReThon |l A THO-WAY REMARKS 2
O R FROM | TO FROM | TO [ | RPM |CASTING| RETRO- _|REFLECTOR| wyrre|ye o oo | THITE/ [TELLOW/ %
LC 1 USe2 10.000 | 0531 | 0.00 0.33  |GAP| 22 22 START FRANKLIN CO. o
LIC | US62 | 0531 | 0563 { 0.33 0.35 I |3 5 PC 0.53IPT 0.563 1=33m DEG 9 W
LIC | US6Z | 0.563 | 5.057 | 0.3 3.13  |GAP| 185 135 END JOHNSTON W. CORP =
LIC | US62 | 8.706 | IT.0Il | 5.4 057 [GAP| 34l 34 START JOHNSTON E. CORP =
LIC | US6Z | 31,559 | 35.281] 19.6] 20.68 [GAP] Tl i END KNO, (0, 2
S
-1
=
o
o
o
O
<
<
aJ
0
O
3
TOTAL PART 1CARRIED TO GENERAL SUMMARY ON SHEET 620 YAY, ’
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CHEQKED

CALOULA
LME
TJD

FDGE/CENTER LINE SUB-SUMMARY

PLAN NO.
EDGE LINE SUB-SUMMARY
WHITE EDGE LINE QU. | YELLOW EDGE LINE QU. | PARTICIPATION TYPE | ToTaL
S.L.M. EDGE
HIGHWAY | RAMP HIGHWAY |RAMP | IRG | FG | RSG | FED | 40
FROM| TO [METER METER STATE| METER
LIC Us ez 0.000 | I7.010 | 34.020 | 34.020 34.020| LIC. CO. LINE TC BRIDGE e I7.010
29.757133.280| T7.046 7.046 7.046 | RESUME WORK TO KNOX CC. LINE
LIC us 62 TOTAL PART I| 41.066
QUANTITIES INCLUDE CL AROUND QUTSIDE OF PAINTED ISLAND CENTER L][NE SUB,SUMMARY
p - e AT FINES PARTICIPATION TYPE | ro7a
A 1co. | ROUTE o EQUIVALENT NON | CERTER REMARKS
R TOTAL IRG | FG | RSG| FED |
T FROM TO KM SOLID LINE STATE ;;:LT%R
| LIC Us 62 0.000 |7.010 I7.351 14.775 I7.351 | LIC. CO. LINE TO BRIDGE @ I7.0i0
29.757 33.280 3.523 3.524 3.523 | RESUME WORK TO KNOX CO. LINE
LIC Us 62 TO'||'AL PART || 20.874
TOTALS CARRIED T0O GENERAL SUMMARY

@ LIC-62-0.000
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CALCULATED
LME
CHECKED
T40

DETAIL (1) PLAN NO.
ISLAND
MARKING
36.6M 7.6M 12.2M 9.M 30.5M
0.7 3.7M |
—
p———
>
DETAIL  (2) _
P
=
@]
0
Ll
o
Law]
=
b .4M ‘L:‘/:)
EXTRA ARE2 (1) (37.8 X 2.4 i
5 20 T LTeM TeM 7M. |
g CHANNELTZING LINE F
z ¥ - = M\\\\\y v = A z
C). —— [~ A
= E —> — ™~
3 ~ =
< - ‘ ‘ 26M | &
L TEM | €.7M | B CHANNELIZING LINE e
3. 7M / \on
;| :
v v
=
<
o ]
[
x I
(e i

PAVEMENT MARKING DETAILS

@ L1C-62-0.000
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CALCULATED
LME
CHECKED
TJD

PLAN NO,
DETAIL (3 L 0
™
o
& EXTRA AREA (O
/ (7.4 X 2.4
I .
r F
| I5.2M , \\
Z L_.__.___HE..__QHA.NNELIZIN.GJ.INE___J __________
=
© >
= ¥ =
—~
©
7.6M ‘ 6.7M ‘
bt T T T L e e -
: EXTRA AREA (B 73.2 X 3.00 | (39.6 X 2.4
™
o
l/;
QUANTITIES
DETAIL I

644 TRANSVERSE LINE 62 METER

644 CHANNELIZING LINE 36.6 METER

644 ISLAND MARKING 5.3 SQ.METER

644 LANE ARROW |EACH

644 WORD ON PAVEMENT, I1B0OMM, “ONLY” { EACH

DETAIL 2:

644 STOP LINE (6OOMM) 21.1 METER

644 CROSSWALK LINE (300MM) 123 METER

644 TRANSVERSE LINE 46.6 METER

644 CHANNELIZING LINE A4I.I METER

644 LANZ ARRCW 3 EACH

044 WORD ON PAVEMENT, IBOOMM, “ONLY” 2 EACH

DETAIL 3:

644 STOP LINE (6OOMM) 6.7 METER

644 CROSSWALK LINE (300MM) 27.4 METER

644 CHANNELIZING LINE 15.2 METER

644 LANE ARROW | EACH

644 WORD ON PAVEMENT, IBOOMM, “ONLY” | EACH

ICOMM YELLOW LINE
[OOMM

BBBMM
IOOMM

i e
=t

(COMM 100OMM

3.66M

TRANSVERSE LINES DETAIL

[OOMM YELLOW LINE

PAVEMENT MARKING DETAILS

&) Lic-62-0.000
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DEPARTMENT OF TRANSPORTATION

M&R70T

REV. 9-1-83

LME
CHECKED
TJD

FPLAN NO.
PAVEMENT MARKING SUB-SUMMARY
644 THERMOPLASTIC
600 mm. sTop | 300 mm. WORD N LANE ARROWS DOTTED 200mm
PART DESCRIPTION sIpE | LINES S N - T BT T TORN i [ oomm LINES CHANNEL
wHITE [ YELLow | soomm | wHITE [i8ool2s00[iscolzs00] LEFT RIGHT : WHITE | YELLOW REMARKS
METER METER METER METER |EACH|EACH|EACHIEACH| EACH EACH EACH EACH METER METER METER
I TIPPET RD. (T.R. 5D LT 6.l PLACE 7.9M FROM US 62 ¢
BEECH RD. (T.R. 88) RT 4.0 PLACE 5.4M FROM US 62 ¢
GREEN CHAPEL RD. (T.R. 63) RT 6.7 PLACE 6.4M FROM US 62 ¢
FANCHER RD. (T.R. 87} LT 8.2 PLACE 6.7M FROM US 62 ¢ D
MILLER CHURCH RD. (T.R. 86) LT 7.0 PLACE 6.IM FROM US 62 ¢ P
CLOVER VALLEY RD. (C.R. 26) RT 7.6 PLACE 6.IM FROM US 62 { —
DUNCAN PLAINS RD. (C.R. 33) LT 8.2 PLACE 6.IM FROM US 62 ¢ ~
DUNCAN PLAINS RD. (C.R. 33} RT 9.1 PLACE 7.0M FROM US 62 € 0~
CHERRY HILL DR. LT 3.6 PLACE 6.4M FROM US 62 ¢ <[
CHERRY HILL DR. LT 3.4 PLACE 6.4M FROM US 62 € E
WESTVIEW DR. RT 7.9 PLACE 6.7M FROM US 62 €
BENEDICT DR. LT 5.5 PLACE 6.IM FROM US 62 ¢ |
MEADOW LANE RT 5.8 PLACE AS DIRECTED '
WILLIAMS ST. LT 2.2 PLACE AS DIRECTED =
WILLIAMS ST. RT 3.4 PLACE AS DIRECTED Lt
OREGON ST. RT 27.4 PLACE AS DIRECTED =
OREGON ST. LT 2.8 PLACE AS DIRECTED L
S.R. 37 LT 27.4 PLACE AS DIRECTED —~
S.R. 37 RT 28.0 PLACE AS DIRECTED <T
KASSON ST. LT 2.8 PLACE AS DIRECTED n
KASSON ST. RT 1.6 PLACE AS DIRECTED
FORD ST. RT 5.2 PLACE 5.8M FROM US 62 (€
YARDNER ST. RT 3.6 PLACE 6.IM FROM US 62 €
SPORTSMAN CLUB RD. (C.R. I&) RT 13.4 PLACE 7.9M FROM US 62 €
CROUSE-WILLISON RD. (C.R. I3) LT 5.2 PLACE 6.4M FROM US 62 ¢
DUTCH LANE RD. (C.R. I5) RT 9.4 PLACE 6.7M FROM US 62 €
NICHCLS LANE (C.R. 27} LT 4.3 PLACE 7.9M FROM US 62 ¢
NICHOLS LANE (C.R. 27) RT 5.8 PLACE 7.0M FROM US 62 ¢
COOPER RD. N.W. (T.R. 60) LT 6.4 PLACE 6.7M FROM US 62 ¢ '®)
NORTHRIDGE RD. (C.R. 21 RT 7.3 PLACE 7.0M FROM US &2 ¢ -
LOUDON RD. (C.R. Q) RT 6.7 PLACE 7.3M FROM US 62 ¢ o
APPLETON RD. (C.R. 10} LT 0.7 PLACE 6.4M FROM US 62 ¢ O
ON US 62 @ SR I3 ¢ 6.7 PLACE 8.5M FROM SR 13 ¢ I
ON US 62 @ SR |3 ¢ 7.3 PLACE 6.7M FROM SR 13 ¢ g
WELLS AVE. LT 5.8 PLACE 7.3M FROM US 62 ¢ |
WELLS AVE. RT 6.4 PLACE 7.3M FROM US 82 { )
MILL ST. LT 1.9 PLACE 6.7M FROM US 62 § j
UTICA RD. (C.R. 28) LT 1.3 PLACE 7.6M FROM US 62 ¢
UTICA RD. (C.R. 28) RT 9.1 PLACE 6.7TM FROM US 62 ¢ fz'h
| TOTALS 213.8 | 161.4 \2¢/

TOTALS CARRIEDC TO GENERAL SUMMARY
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FREEWAY & EXPRESSWAY MAINLINE MARKINGS

FAVED BERM

_~PAVEMENT EDGE F 100mm

IOCmm WHITE EDGE LINE

P 9.14m «-}-3 05m4

——
__[;“-SOmn1LEFT OF

CONSTRUCTION
JOINT

N 100mm LANE LINE

IOOmml

f
—_ A

MEDIAN DIVIDER

\
RAISED MEDIAN
DEPRESSED MEDIAN

I00mm YELLOW EDGE LINE

TWO LANE MARKINGS

PAVEMENT EDGE

EXISTING CENTER LINE / |

[00mm DASHED YELLOW CENTER LINE

\/ — 2 ;

CORRECTIVE SPOTTING
A\ CONSTRUCTION JOINT SHALL GOVERHN.

-

9.14m

[00mm WHITE EDGE LiNE

50mm

PAVEMENT MARK

MIN. 3C:l TAPER BOTH SIDES
AT ALL LOCATIONS WHERE
PAVEMENT WIDTHS CHANGE
BY CONSTRUCTION PLANS,

DRAINAGE OR ////(

DCEPRESSED MEDIAN

PLAN NO.

MULTILANE DIVIDED & UNDIVIDED HIGHWAY MARKINGS

[00mm

l / CURB [O0Omm
[0Cmm WHITE EDGE LINE PAVEMENT EDGE l
‘[ :50mm LEFT QOF CONSTRUCTION JOINT
3.05m 9.14m
IO0mm !
[00mm DOWBLE SOLID —
YELLOW CENTER LINE r
f MEDIAN —=f /

‘“‘*=|00mm YELLOW EDGE LINE

.

m/—CONSTRUCTION JOINT

100mm(
l I00mm LANE LINE

1 T~ PAVEMENT EDGE

NOTE : Edge line
transitions shallbe
marked at the same
time as the adjoining
edge lines.

—
/IOOmm WHITE EDGE LINE

NOTES:

l. The distance from the pavement edge t¢ the nearside edge of the
edgeline may be increased with the approvalof the engineer in order
to maintain uniform lane width,

2. See TC-72.20M for entrance and exit ramp markings.

3. The cycle length for dashed iines shallbe [2.19 meter plus
or minus !50mm. The minimum length of dash shallbe
sufficiently long to maintain a 3:dlratic between length
of gap and length of dash.

GALCULATED
LME

CHECKED
TJD

PAVEMENT MARKING TYP!CAI_S

Ohfo Department of Transportation

DATE
1-80
3-86
9-9t

Pavement Marking
TypicalDetails

Ime
797

@ LIC-62-0.000




2-27-98

LOB20001.MGS

CHECKED
TJD

CALCULATED
LME

LGENERAL SUMMARY PLAN NO.
PART | SHEET TOTALS
[TEM gﬁﬁ GRAND | UNIT DESCRIPTION
- | TOTAL
3 | 4 s te 10 0l 21 1331417 NO.
[o]e]! 3322.7 2559 202 23500 6882.7 SQ.METER | WEARING COURSE REMOVED
(OO0 202 2350 000 SQ.METER | WEARING COURSE REMOVED, AS PER PLAN
635 202 5410 635 EACH RAISED PAVEMENT MARKER REMOVED FOR STORAGE, AS PER PLAN
[8]0] SPECIAL | 20270100 (00 METER PIPE CLEANOUT >_
33 SPECIAL | 20363000 33 HOUR GRADER RENTAL Q:
7 SPECIAL | 20363500 7 HOUR LOADER RENTAL <<
>
100 253 Q100]| 00 SQ.METER | PAVEMENT REPAIR, AS PER PLAN S
)
79652 370 254 OI1CO| 80022 SQ.METER | PAVEMENT PLANING BITUMINOUS, AS PER PLAN m
8000 254 01600 8000 SQ.METER | PATCHING PLANED SURFACE
i
50453 10355 2141 26 312 407 0000 63387 LITER TACK COAT <J:
32948 3168 445 85 185 407 [4C00 37831 LITER TACK COAT FOR INTERMEDIATE COURSE D:
200 448 46020 200 CU.METER | ASPHALT CONCRETE INTERMEDATE COURSE, TYPE [, PG 64-22 %
[3C 6542.4| 724.7 1 276.8 6.3 35.4 448 46050 T725.6 CU.METER | ASPHALT CONCRETE INTERMEDATE COURSE, TYPE 2, PG 64-22 L.LJ
94 4584 .5(1059.8 1.8 29.3 448 47020 5779.4 CU.METER | ASPHALT CONCRETE SURFACE COURSE, TYPE t, PG 6€4-27
210 201.2 448 48020 41].2 CU.METER | ASPHALT CONCRETE SURFACE COURSE, TYPE |, PG &4-22 Q
(EXTRA AREAS AND DRIVEWAYS)
3 604 08000 3 EACH CATCH BASIN ADJUSTED TO GRADE
| 604 0950 | EACH CATCH BASIN RECONSTRUCTED TO GRADE, AS PER PLAN
5 604 34500 5 EACH MANHOLE ADJUSTED 70 GRADE
Ic0 606 I7TO00 160 METER RAISING TYPE 5 GUARDRAIL
4 608 50000 4 EACH CURB RAMP, TYPE ¢
08 G4 12460 08 EACH WORK ZONE MARKING SIGN o
6.6 64 13000 6.6 CUMETER | BITUMINOUS CONCRETE FOR MAINTAINING TRAFFIC 'S
40.934 614 21400 40.934 KILOMETER| TEMPORARY CENTER LINE, CLASS II O
O
583 el7 10101 1583 CUMETER | COMPACTED AGGREGATE, TYPE A, AS PER PLAN CI\I
o
|
&20 V4 00200 620 EACH RAISED PAVEMENT MARKER, INSTALLATION CONLY 8
620 62| 00300 620 EACH PRISMATIC RETRO-REFLECTCR —
I 638 10800 I EACH VALVE BOX ADJUSTED TO GRADE 23\
N2V




2-27-98

LO620002.MGS

CALCULATED
LME
CHECKED
TJD

GENERAL SUMMARY LG
T T
PART [ SHEET TOTALS ITEM| TTEM | GRAND | UNIT DESCRIPTION
X TOTAL
3|18 | 20 | 2 NO .
41.066 642 oclo2 41.066 KII__OMETER EDGE LINE, TYPE 2
20.874 642 00302 20.874 KILOMETER| CENTER LINE, TYPE 2
92.9 644 00400 92 .9 METER CHANNELIZING LINE
6.l 27.8 213.8 644 00500 247.1 METER STOF LINE
I50.4 6.4 644 00600 311.8 METER CROSSWALK LINE
3.9 644 00700 113.9 METER TRANSVERSE [ INE
5.3 644 009C0 5.3 SQ.METER ISLAND MARKING >_
5 644 01300 5 EACH LANE ARROW Y
4 44 01400 4 EACH WORD ON PAVEMENT, 1802 mm, “ONLY” <:]:
SPECIALI 89050100 8 EACH MAILBOX SUPPORT SYSTEM, SINGLE E
SPECIALF 89050200 3 EACH MAILBOX SUPPORT SYSTEM, DOUBLE D
N
64 11000 LUMP MAINTAINING TRAFFIC E:J
BO6 6010 Z MONTH FIELD OFFICE, TYPE B
806 26000 2 MONTH COMPUTER EQUIFPMENT FOR Flgtpn OFFICE D:
623 0000 LUMP CONSTRUCTION LAYQUT STAKES LIJ
624 10000 LUMP MOBILIZATION =
L
O

&®)| Lic-62-0.000
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